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	Reason for change:
(

	Requirement of TS 22.011 is that MS shall select highest priority EHPLMN that is available in automatic network selection mode.
Current wording in automatic network selection sub clause says that MS should select highest priority EHPLMN, it does not mention availability at all. This could lead to interpretation where MS is allowed to move to next step in automatic network selection mode, if highest priority EHPLMN is not available.

Same error exists also in user reselection.
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	It is highlighted that MS will select highest priority EHPLMN that is available
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	Network selection rules do not match the requirements.
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**************** FIRST CHANGED SECTION ****************

4.4.3.1.1
Automatic Network Selection Mode Procedure

The MS selects and attempts registration on other PLMN/access technology combinations, if available and allowable, in the following order:

i)
either the HPLMN (if the EHPLMN list is not present or is empty) or the highest priority EHPLMN that is available (if the EHPLMN list is present) ;

ii)
each PLMN/access technology combination in the "User Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order);

iii)
each PLMN/access technology combination in the "Operator Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order);

iv)
other PLMN/access technology combinations with received high quality signal in random order;

v)
other PLMN/access technology combinations in order of decreasing signal quality.

**************** SECOND CHANGED SECTION ****************

4.4.3.2
User reselection

At any time the user may request the MS to initiate reselection and registration onto an available PLMN, according to the following procedures, dependent upon the operating mode.

4.4.3.2.1
Automatic Network Selection Mode

The MS selects and attempts registration on PLMNs, if available and allowable, in all of its bands of operation in accordance with the following order:

i)
the HPLMN (if the EHPLMN list is not present or is empty) or the highest priority EHPLMN that is available (if the EHPLMN list is present);

ii)
PLMN/access technology combinations contained in the "User Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order) excluding the previously selected PLMN/access technology combination;

iii)
PLMN/access technology combinations contained in the "Operator Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order) excluding the previously selected PLMN/access technology combination;

iv)
other PLMN/access technology combinations with the received high quality signal in random order excluding the previously selected PLMN/access technology combination;

v)
other PLMN/access technology combinations, excluding the previously selected PLMN/access technology combination in order of decreasing signal quality or, alternatively, the previously selected PLMN/access technology combination may be chosen ignoring its signal quality;

vi)
The previously selected PLMN/access technology combination.
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