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4.5.5
Charging function addresses
Charging function addresses are distributed to each of the IM CN subsystem entities in the home network for one side of the session (either the calling or called side) and provide a common location for each entity to send charging information. Charging Data Function (CDF) addresses are used for offline billing. Online Charging Function (OCF) addresses are used for online billing.

There may be multiple addresses for CDF and OCF addresses populated into the P-Charging-Function-Addresses header of the SIP request or response. The parameters are ccf and ecf for CDF and OCF, respectively. At least one instance of either ccf or ecf is required. If ccf address is included for offline charging, then a secondary ccf address may be included by each network for redundancy purposes, but the first instance of ccf is the primary address. If ecf address is included for online charging, then a secondary instance may also be included for redundancy.

The CDF and/or OCF addresses are retrieved from an Home Subscriber Server (HSS) via the Cx interface and passed by the S-CSCF to subsequent entities. The charging function addresses are passed from the S-CSCF to the IM CN subsystem entities in its home network, but are not passed to the visited network or the UE. When the P-CSCF is allocated in the visited network, then the charging function addresses are obtained by means outside the scope of this document. The AS receives the charging function addresses from the S-CSCF via the ISC interface. CDF and/or OCF addresses may be allocated as locally preconfigured addresses. 
NOTE:
The AS can also retrieve the charging function address from the HSS via Sh interface.
5.7.3
Application Server (AS) acting as originating UA

When acting as an originating UA the AS shall behave as defined for a UE in subclause 5.1.3, with the exceptions identified in this subclause.

The AS, although acting as a UA, does not initiate any registration of its associated addresses. These are assumed to be known by peer-to-peer arrangements within the IM CN subsystem.

When an AS acting as an originating UA generates an initial request for a dialog or a request for a standalone transaction, the AS shall insert a P-Charging-Vector header with the icid parameter populated as specified in 3GPP TS 32.260 [17]. 
NOTE 1:
The AS can retrieve CCF and/or ECF addresses from HSS on Sh interface.
When an AS acting as an originating UA generates a subsequent request that does not relate to an INVITE dialog, the AS shall insert a P-Charging-Vector header with the icid parameter populated as specified in 3GPP TS 32.260 [17]. 
The AS shall extract charging function addresses from any P-Charging-Function-Addresses header that is received in any 1xx or 2xx responses to the requests.

The AS may also indicate that the proxies should not fork the INVITE request by including a "no-fork" directive within the Request-Disposition header in the initial INVITE request as described in RFC 3841 [56B].
When sending an initial request on behalf of a PSI that is hosted by the AS, the AS shall insert a Route header pointing to an S-CSCF of the home network of the PSI, if:

-
the AS is not able to resolve the next hop address by itself; or

-
the operator policy requires it.

NOTE 2:
The address of the S-CSCF may be obtained by querying the HSS on the Sh interface or from static configuration.

When sending an initial request on behalf of a public user identity, the AS shall insert a Route header pointing to the S-CSCF where the public user identity on whose behalf the request is generated is registered or hosted (unregistered case).

NOTE 3:
The address of the S-CSCF may be obtained either from a previous request terminated by the AS, by querying the HSS on the Sh interface or from static configuration.

Editor’s note: A dynamic mechanism for S-CSCF selection for the case where the querying of the HSS does not give back an assigned S-CSCF is FFS. 

For the use of the P-Asserted-Identity by the AS, at least two cases exist:

a)
any initial request for a dialog or request for a standalone transaction is generated as if it was originated by the UE on whose behalf the request is generated. In this case the AS shall insert a P-Asserted-Identity representing a public user identity of that UE. The AS shall append the "orig" parameter to the URI of the S-CSCF; and

b)
any initial request for a dialog or request for a standalone transaction is generated by an AS supporting a service identified by a PSI. In this case the AS shall insert a P-Asserted-Identity containing the PSI of the AS. Also, the AS shall append the "orig" parameter to the URI of the S-CSCF.
Editor's Note:
It needs to be specified that the AS can only add the P-Asserted-Identity when the AS is within the trust domain.

The AS can indicate privacy of the P-Asserted-Identity in accordance with RFC 3323 [33], and the additional requirements contained within RFC 3325 [34].

Where privacy is required, in any initial request for a dialog or request for a standalone transaction, the AS shall set the From header to "Anonymous".

NOTE 4:

The contents of the From header should not be relied upon to be modified by the network based on any privacy specified by the user either within the AS indication of privacy or by network subscription or network policy. Therefore the AS should include the value "Anonymous" whenever privacy is explicitly required. 

Editor's note: Is there a need to specify any conditions for the AS choosing to indicate privacy that are generic to all originating AS, or all conditions service specific, and therefore out of the scope of 24.229.

5.7.5.2
Call initiation 

5.7.5.2.1
Initial INVITE

When the AS acting as a Routeing B2BUA receives an initial INVITE request from the S-CSCF, the AS shall:

-
remove its own SIP URI from the topmost Route header of the received INVITE request;

-
perform the AS specific functions. See 3GPP TS 23.218 [5];

-
if successful, generate and send a new INVITE request to the S-CSCF to establish a new dialog;

-
copy the remaining Route header(s) unchanged from the received INVITE request to the new INVITE request;

-
copy the P-Asserted-Identity to the outgoing request; and
-
route the new INVITE request based on the topmost Route header.

NOTE:
The topmost Route header of the received INVITE request will contain the AS’s SIP URI. The following Route header will contain the SIP URI of the S-CSCF.

When the AS is acting as an Initiating B2BUA, the AS shall apply the procedures described in subclause 5.7.3 for any outgoing requests. The AS shall either set the icid parameter in the P-Charging-Vector header to be the same as received or different. 
NOTE:
The AS can retrieve CCF and/or ECF adresses from HSS on Sh interface.
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