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Introduction:

A note is introduced in the procedures for Domain transfer from CS to IM CN subsystem to inform the reader that if more than one call is ongoing in the CS domain (i.e., one active call and one or more held calls), then domain transfer occurs only on the active call. The held calls are not transferred and thus are lost upon release of the CS bearer.  

Proposal:

The following modifications should be made to TS 24.206.
9.2
VCC UE

If the VCC UE determines that an ongoing call in the CS domain needs to be supported over the IM CN subsystem instead, e.g. based on radio conditions, then the VCC UE shall send a SIP INVITE request in accordance with 3GPP TS 24.229 [7] subclause 5.1. The VCC UE shall populate the SIP INVITE request as follows:

NOTE:
If there are more than one ongoing session in the CS domain, such that one session is in the Active state and the others are held, domain transfer occurs only on the session that is active. Any held sessions will not be transferred to the IM CN subsystem and these sessions will be cleared upon release of the CS bearer. 

Editor's note: It needs to be discussed how the received domain transfer request is correlated to any particular anchored call.

1)
the Request-URI set to the VDI;

2)
the To header field set to the VDI;

3) the P-Preferred-Identity header set to the tel URI of the calling party; and

4)
[need to ensure suitable SDP contents]

When the VCC UE receives a CC DISCONNECT message from the network, the VCC UE shall comply with network initiated call release procedures as specified in 3GPP TS 24.008 [5].




