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5.1.6.1
General

A CS and IM CN subsystem capable UE shall follow the conventions and rules specified in 3GPP TS 22.101 [1A] and 3GPP TS 23.167 [8D] to select the domain for the emergency call attempt. If the CS domain is selected, the UE shall attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [8]. 
If the IM CN subsystem is selected and the UE is currently attached to its home operators network and the UE is currently registered, the UE shall attempt an emergency call as described in subclause 5.1.6.8.4.

If the IM CN subsystem is selected and the UE is currently attached to its home operators network and the UE is not currently registered, the UE shall:
1) 
perform an initial emergency registration, as described in subclause 5.1.6.2;

2)
perform an initial subscription to the registration state event packed, as described in subclause 5.1.6.3; and

3) 
attempt an emergency call as described in subclause 5.1.6.8.3.

If the IM CN subsystem is selected and the UE is attached to a different network than its home operatos network, the UE shall:

1) 
perform an initial emergency registration, as described in subclause 5.1.6.2;

2)
perform an initial subscription to the registration state event packed, as described in subclause 5.1.6.3; and

3) 
attempt an emergency call as described in subclause 5.1.6.8.3.
NOTE:
The UE determines whether it is attached to its home operators network by comparing the MCC and MNC values that are provided on the UICC with those MCC and MNC values that it receives during the establishement of the IP-CAN. If both values match, the UE assumes itself attached to the home operators network.

The IP-CAN can, dependant on the IP-CAN capabilities, provide local emergency numbers to the UE which has that capability, in order for the UE to recognize these numbers as emergency call.

5.1.6.2
Initial emergency registration

Editor's note: It needs to be stated that the UE must be capable to handle the emergency registration completely independent of a possible already existing registration. The already existing (non-emergency) registration shall not be influenced by the parallel emergency registration.

When a UE performs an initial emergency registration the UE shall perform the actions as specified in subclause 5.1.1.2 with the following additions:

-
the UE shall populate the To and From header in the REGISTER request with the emergency public user identity as specified in 3GPP TS 23.003 [3].

Editor's note: More additions needed, stating that UE can register without credentials in the case that regulation allows & UE has no credentials or no credentials that can be handled at the S-CSCF.

Editor's note: In the case when no UICC is available, it needs to be defined where is the emergency public user identity and maybe the private user identity are taken from. Also it needs to be clarified where the UE (for emergency registration) gets the home network domain from. Will this only be reflected in 23.003? For this case it also needs to be indicated whether an Authorization header will be included or not.

Editor's note: The format of the emergency public user identity needs to still be defined.
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