Page 1



3GPP TSG CT WG1 Meeting #45 
C1-070476
Vancouver, CANADA, 5th – 9th February 2007








was tdoc C1-070059
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	24.206
	CR
	2
	(

rev
	1
	(

Current version:
	7.0.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	VCC :  Correlation of MSISDN and tel-URI

	
	

	Source to WG:
(

	Nokia

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	VCC
	
	Date: (

	09/02/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(
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4.3
URI and address assignments
In order to support VCC to a subscriber the following URI and address assignments are assumed:

a)
in this version of the document, the VCC UE will be configured with both a VDI and a VDN in order to initiate a domain transfer. 3GPP TS 24.167 [6] specifies an optional mechanism whereby these parameters can be modified;

b)
the VCC UE will be configured to be reachable in both the IM CN subsystem and the CS domain by one to many public telecommunication numbers which should be correlated between the CS domain and IM CN subsystem. This public telecommunication number can be the MSISDN used in the CS domain and (in international form) comprise part of the implicit registration set associated with that VCC UE in the IM CN subsystem, or the VCC application can be configured to provide a functional relationship between separate numbers providing each of these identities;
NOTE 1:
One way of correlating the public telecommunication numbers of the CS domain and the IM CN subsystem is, to set them to the same values.
c)
an IMRN is assigned that can reach a VCC application that can either support the VCC capabilities for that VCC UE, or otherwise locate the VCC application supporting the VCC capabilities for that VCC UE. The IMRNs can be dynamically allocated at the time calls are anchored in the IM CN subsystem or domain transfers from the IM CN subsystem to the CS domain are accepted. The IM CN subsystem is configured to treat the IMRN as a PSI;

d)
the MSISDN will be subject to routeing to the IM CN subsystem in order for anchoring to be performed by the VCC application. A CSRN is assigned to be able to route to the VMSC (via an MGCF) such that the CSRN is not subject to the same routeing back to the IM CN subsystem and the VCC application. The CSRN can be the MSRN for that call; and

e)
not all calls are suitable for domain transfer, and application of domain transfer to other calls might be against subscriber or operator preferences. 3GPP TS 22.101 [1] Clause 21 provides the requirements for this. Subclause 5.5 of the present document specifies an additional prerequisite for allowing VCC to be applied to calls. 
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