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Proposal

It is proposed to accept the text in Annex A for inclusion in subclause 4.9 ‘Parameter values (timers)’ of CCBS_NR-C1.
Annex A

4.9
Parameter values (timers)

Editor’s note: The timers are provisionally adopted from the PSTN/ISDN CCBS service and are under discussion. The CCNR values have to be included.
4.9.1
Timers referring to the originating AS

CCBS-T1
Retention timer. This timer specifies the amount of time that the network retains the communication information of the original communication encountering busy. The length of the timer shall be 20 seconds. 

CCBS-T2
CCBS request operation timer. Supervision of response to CCBS activation request sent from the originating AS to the terminating AS. CCBS-T2 will expire if signalling is not possible, at signalling failures, or if the terminating AS cannot respond. Duration = 10 seconds

CCBS-T3
CCBS service duration timer. This timer specifies the maximum time the service will remain activated for user A. The maximum value shall be 180 minutes.

CCBS-T4
CCBS recall timer. This timer specifies the maximum time the originating AS will wait for a response from user A to a CCBS recall. The value of this timer shall be 20 seconds.

4.9.2
Timers referring to the terminating AS

CCBS-T7
CCBS service duration timer CCBS-T7 expiry will only be meaningful if the expiry of CCBS-T3 has not been notified to the terminating AS. CCBS-T7 shall have longer duration than CCBS-T3, i.e. CCBS-T7 shall expire at abnormal situations only. The maximum value of this timer shall be 190 minutes. When CCBS-T7 expires, the CCBS request will be cancelled at the terminating AS as well as at the originating AS.

CCBS-T8
Destination B idle guard timer. This timer specifies the amount of time the terminating AS will delay after destination B has become free, before initiating a CCBS recall towards the originating AS. The value of this timer shall be 10 seconds.
CCBS-T9
Recall timer. CCBS-T9 should expire at emergency only, i.e. the recall should be cancelled by CCBS-T4 at the originating AS if recall is not responded to. Duration of CCBS-T9 = 20 seconds + some seconds for CCBS call set-up. The value shall be 30 seconds.
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