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************** BEGIN CHANGE *************************
6.1.2
Handling of SDP at the originating UE


6.1.2.1
Initial INVITE sent with SDP offer 
The SDP offer shall reflect the calling user's terminal capabilities and user preferences for the session. 
If the desired QoS resources for one or more media streams have not been reserved at the UE when constructing the SDP offer, the UE shall:

- 
indicate the related local preconditions for QoS as not met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value "optional" for the remote segment; and,

- 
set the related media streams to inactive, by including an "a=inactive" line, according to the procedures described in RFC 4566 [39], unless the UE knows that the precondition mechanism is supported by the remote UE.
NOTE 1:
When setting the media streams to the inactive mode, the UE can include in the first SDP offer the proper values for the RS and RR modifiers and associate bandwidths to prevent the receiving of the RTCP packets, and not send any RTCP packets.

If the desired QoS resources for one or more media streams are available at the UE when the SDP offer is sent, the UE shall indicate the related local preconditions as met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value "optional" for the remote segment, if the UE supports the precondition mechanism (see subclause 5.1.3.1).
NOTE 2: 
If the originating UE does not support the precondition mechanism it will not include any precondition information in SDP.

Upon generating the SDP offer for an INVITE request generated after receiving a 488 (Not Acceptable Here) response, as described in subclause 5.1.3.1, the UE shall include SDP payload containing a subset of the allowed media types, codecs and other parameters from the SDP payload of all 488 (Not Acceptable Here) responses related to the same session establishment attempt (i.e. a set of INVITE requests used for the same session establishment). The UE shall order the codecs in the SDP payload according to the order of the codecs in the SDP payload of the 488 (Not Acceptable Here) response.

NOTE 3:
The UE can attempt a session establishment through multiple networks with different policies and potentially can need to send multiple INVITE requests and receive multiple 488 (Not Acceptable Here) responses from different CSCF nodes. The UE therefore takes into account the SDP contents of all the 488 (Not Acceptable Here) responses received related to the same session establishment when building a new INVITE request.

Upon confirming successful local resource reservation, the UE shall create a SDP offer in which: 

-
the related local preconditions are set to met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64]; and

-
the media streams previously set to inactive mode are set to active (sendrecv, sendonly or recvonly) mode.
Upon receiving an SDP answer, which includes more than one codec for one or more media streams, the UE shall send an SDP offer at the first possible time, selecting only one codec per media stream.
6.1.2.2
Initial INVITE sent without SDP offer 
Upon receipt of an initial SDP offer in which no precondition information is available, the originating UE shall in the SDP answer:

-
if, prior to sending the SDP answer the desired QoS resources have been reserved at the originating UE, set the related media streams the in the SDP answer to:

-
active mode, if the offered media streams were not listed as inactive; or

-
inactive mode, if the offered media streams were listed as inactive. 

Upon sending a SDP answer to an SDP offer (which included one or more media lines which was offered with several codecs) the originting UE shall select exactly one codec per payload and indicate only the selected codec for the related media stream.
Upon sending a SDP answer to an SDP offer (which included one or more media lines which was offered with several codecs) the originating UE shall select exactly one codec per payload and indicate only the selected codec for the related media stream.

NOTE 1:
A SDP media line can indicate several different payloads. For example a media line indicating an audio media type can indicate several codecs for the audio stream as well as the MIME subtype "telephone-event" for DTMF payload.
If the originating UE had previously set one or more media streams to inactive mode and the QoS resources for those media streams are now ready, the UE shall set the media streams to active mode by applying the procedures described in RFC 4566 [39] with respect to setting the direction of media streams.
Upon sending a SDP answer to an SDP offer, with the SDP answer including one or more media streams for which the originating side did indicate its local preconditions as not met, if the precondition mechanism is supported by the originating UE, the originating UE shall indicate its local preconditions and request the confirmation for the result of the resource reservation at the originating end point.
NOTE 2: 
If the originating UE does not support the precondition mechanism it will ignore any precondition information received from the terminating UE.
NOTE 3:
Upon receiving  an SDP offer containing connection addresses (in the "c=" parameter) equal to zero, the UE will select the media streams that is willing to accept for the session, reserve the QoS resources for accepted media streams, and include its valid connection address in the SDP answer.

6.1.3
Handling of SDP at the terminating UE
6.1.3.1 INVITE received with SDP offer
Upon receipt of an initial SDP offer in which no precondition information is available, the terminating UE shall in the SDP answer:

-
if, prior to sending the SDP answer the desired QoS resources have been reserved at the terminating UE, set the related media streams the in the SDP answer to:

-
active mode, if the offered media streams were not listed as inactive; or

-
inactive mode, if the offered media streams were listed as inactive. 

If the terminating UE had previously set one or more media streams to inactive mode and the QoS resources for those media streams are now ready, the UE shall set the media streams to active mode by applying the procedures described in RFC 4566 [39] with respect to setting the direction of media streams.

Upon sending a SDP answer to an SDP offer (which included one or more media lines which was offered with several codecs) the terminating UE shall select exactly one codec per payload and indicate only the selected codec for the related media stream.

NOTE 1:
A SDP media line can indicate several different payloads. For example a media line indicating an audio media type can indicate several codecs for the audio stream as well as the MIME subtype "telephone-event" for DTMF payload.
Upon sending a SDP answer to an SDP offer, with the SDP answer including one or more media streams for which the originating side did indicate its local preconditions as not met, if the precondition mechanism is supported by the terminating UE, the terminating UE shall indicate its local preconditions and request the confirmation for the result of the resource reservation at the originating end point.
NOTE 2: 
If the terminating UE does not support the precondition mechanism it will ignore any precondition information received from the originating UE.

Upon receiving an initial INVITE request, that includes the SDP offer containing an IP address type (in the "c=" parameter) that is not supported by the UE, the UE shall respond with the 488 (Not Acceptable Here) response with 301 Warning header indicating "incompatible network address format".

NOTE 3:
Upon receiving an initial INVITE request, that includes an SDP offer containing connection addresses (in the "c=" parameter) equal to zero, the UE will select the media streams that is willing to accept for the session, reserve the QoS resources for accepted media streams, and include its valid connection address in the SDP answer.
6.1.3.2 INVITE received without SDP offer
Upon receipt of an INVITE request without SDP offer, the UE may generate an SDP offer. This SDP offer shall reflect the called user's terminal capabilities and user preferences for the session.
If the desired QoS resources for one or more media streams have not been reserved at the UE when constructing the SDP offer, the UE shall:

- 
indicate the related local preconditions for QoS as not met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value "optional" for the remote segment; and,

- 
set the related media streams to inactive, by including an "a=inactive" line, according to the procedures described in RFC 4566 [39], unless the UE knows that the precondition mechanism is supported by the remote UE.
NOTE 1:
When setting the media streams to the inactive mode, the UE can include in the first SDP offer the proper values for the RS and RR modifiers and associate bandwidths to prevent the receiving of the RTCP packets, and not send any RTCP packets.

If the desired QoS resources for one or more media streams are available at the UE when the SDP offer is sent, the UE shall indicate the related local preconditions as met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value "optional" for the remote segment, if the UE supports the precondition mechanism (see subclause 5.1.3.1).
NOTE 2: 
If the terminating UE does not support the precondition mechanism it will not include any precondition information in SDP.

Upon confirming successful local resource reservation, the UE shall create a SDP offer in which: 

-
the related local preconditions are set to met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64]; and

-
the media streams previously set to inactive mode are set to active (sendrecv, sendonly or recvonly) mode.
Upon receiving an SDP answer, which includes more than one codec for one or more media streams, the UE shall send an SDP offer at the first possible time, selecting only one codec per media stream.
**************END  CHANGE *******************************
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