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Proposal

It is proposed to accept the text in Annex A for inclusion in subclause 4.7 ‘Interworking with other networks’ of CW-C1.
Annex A

4.7
Interworking with other networks

4.7.1
Interworking with PSTN/ISDN Networks 
Editor’s note: This subclause might be replaced by a reference to TS 29.163 [x] in future
4.7.1.1
General

In case of interaction with networks which do not provide any notification of the communication waiting in the signalling system, the communication continues according to the basic call procedures.

4.7.1.2
Interworking at the O-MGCF

With regard to the backward messages of the Communication Waiting service, the following mapping is valid:

Table 4.7.1.2.-1 Mapping of SIP messages to ISUP messages

	(Message sent to ISUP
	(Message Received from SIP

	ACM or CPG with generic notification indicator ‘Call is a waiting call’
	To be completed.

	
	


Note:
The mapping of the basic Messages is shown in ETSI ES 283 027 [4].

4.7.1.3
Interworking at the I-MGCF

With regard to the backward messages of the Communication Waiting PSTN/ISDN supplementary service, the following mapping is valid:

Table 4.7.1.3 - 1 Mapping of ISUP to SIP Massages 

	(Message Received from BICC/ISUP
	(Message sent to SIP

	ACM indicating ‘Call is a waiting call’
	To be completed.

	CPG indicating ‘Call is a waiting call’
	To be completed.



4.7.2
Interworking with PSTN/ISDN Emulation

The Interaction with PSTN/ISDN Emulation is for further study. 

4.7.3
Interworking with other SIP based Networks

The procedures of 3GPP TS 24.229 [2] shall apply.
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