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Proposal

It is proposed to accept the text in Annex A for inclusion in subclause 4.9 ‘Service configuration’ of CW-C1.
Annex A

4.9
Service Configuration

4.9.1
General

Call waiting documents are sub-trees of the simservs XML document specified in ETSI TS 183 023 [10]. As such, Call waiting documents use the XCAP application usage in ETSI TS 183 023 [10].

Data semantics: The semantics of the call waiting XML configuration document is specified in section 4.9.1.

XML schema: Implementations in compliance with this specification shall implement the XML schema that minimally includes the XML Schema defined in subclause  4.9.2 and the simservs XML schema specified in subclause 6.3 of TS 183 023 [10].

An instance of  a call waiting document is shown:

<?xml version="1.0" encoding="UTF-8"?>

<simservs xmlns="http://uri.etsi.org/ngn/params/xml/simservs/xcap" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">
   <call-waiting active="true"/>
</simservs>

4.9.2
Data Semantics

The CW service can be activated/deactivated using the active attribute of the <call-waiting> service element.

4.9.3
XML Schema

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:ss="http://uri.etsi.org/ngn/params/xml/simservs/xcap" xmlns:xs="http://www.w3.org/2001/XMLSchema" 
targetNamespace="http://uri.etsi.org/ngn/params/xml/simservs/xcap" elementFormDefault="qualified" attributeFormDefault="unqualified">

   <xs:element name="call-waiting" type="ss:simservType" substitutionGroup="ss:absService">

       <xs:annotation>

           <xs:documentation>Call waiting




</xs:documentation>

       </xs:annotation>

   </xs:element>

</xs:schema>
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