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1. Introduction
More texts are added to section 9 Roles for PN UE redirection in the CS domain to align with PNM stage2 3GPP TS 23.259. 

2. Reason for Change
More texts are added to section 9 Roles for PN UE redirection in the CS domain to align with PNM stage2 3GPP TS 23.259.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 24.259.
* * * First Change * * * *

9
Roles for PN UE redirection 

9.1
Introduction

The PN UE redirection redirects sessions destined for any UEs of a PN to the default UE of the same PN as described in 3GPP TS 22.259 [2] and in 3GPP TS 23.259 [15].
9.2
PN UE

There is no PNM specific requirement for the PN UE redirection. 
9.3
PNM application

9.3.1
PN UE redirection procedure in the IM CN subsystem 
When receiving an initial request, the PNM AS shall perform the redirection service control logic based on the PN configuration. The PNM AS then routes the initial request based on the standard call setup procedures as specified in 3GPP TS 24.229 [3]. The PNM AS shall include in the request the following:
a)
a Request-URI set to the URI of the default UE of which the PNM AS received during the PN-registration, e.g. the public user identity or the GRUU;

b)
a From header set to the SIP URI of the PNM AS;

c)
a To header set to the URI of the default UE;

d)
a P-Asserted-Identity header set to the contents of the P-Asserted-Identity header in the original initial request;

e)
a Contact header set to the IP address or FQDN of the PNM AS.
If the PNM AS receives in response a 302 (Moved Temporarily) response, the PNM AS shall redirect the original incoming request to URI contained in the Contact header of the 302 (Moved Temporarily) response. 

If the PNM AS receives in response a 4xx, 5xx or 6xx response, the PNM AS shall send an initial request of the same SIP Method on a new dialog to the URI of the other UE of the next lower priority based on the PN-configuration.

Otherwise, if there does not exist more UE can be selected for redirection, then the PNM AS shall forward the response back towards the originator of the initial request.

If the PNM AS receives in response a 200 (OK) response, the PNM AS shall forward the response back towards the originator of the initial request.
9.3.2
PN UE redirection procedure in the CS domain
When the PNM application receives an indication that the gsmSCF has received a CAMEL IDP relating to a terminating call, the PNM application shall:

1)
check if the re-direction is applicable for the call on the basis of service key and called party number received in CAMEL IDP message.

2)
if the call is not subject to re-direction, cause the gsmSCF to respond with a CAMEL CONTINUE and no further PNM specific procedures are performed on this call.

3)
if the call is subject to re-direction, retrieve the Destination Routing Address.

4)
if the call is subject to re-direction, cause the gsmSCF to respond with a CAMEL CONNECT message with the Destination Routing Address set to the MSISDN of default UE.

When the PNM application receives an indication that the gsmSCF has received a EventReportBCSM message indicating that the default UE cannot setup the session/call, the PNM application shall:
1)
 retrive the Destination Routing Address of the other UE of the next lower priority based on the PN-configuration. 
2)
 cause the gsmSCF to respond with a CAMEL CONNECT message with the Destination Routing Address set to the MSISDN of the selected UE. 
3)
 if there are no more UEs selected for redirection, cause the gsmSCF to respond with a CAMEL CONTINUE and no further PNM specific procedures are performed on this call. 
