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1. Introduction
This P-CR proposes to add procedure for CS fallback to Paging procedure in clause 5.6.2.

2. Reason for Change
Description of the procedure in receiving of the paging message in MME from MSC was added to TS23.272.
This P-CR proposes to reflect this decision.
3. Conclusions

CN Domain Indicator IE is added to paging message from MME to UE and CS Fallback Indicator IE is added to Service request.

In addition, the procedure for CS fallback is added to description of Paging procedure.
4. Proposal

It is proposed to agree the following changes to 3GPP TS <TS number and version>.
* * * First Change * * * *

5.6.2
Paging procedure

5.6.2.1
General

The paging procedure is used by the network to request the establishment of a NAS signalling connection to the UE. The use of the paging procedure for other purpose is to request the mobile terminating CS fallback procedure.
Editor's note: the use of the paging procedure for other purposes is FFS.

5.6.2.2
Paging for EPS services through E-UTRAN using S-TMSI
* * * Next Change * * * *

5.6.2.x
Paging for CS fallback
The network shall initiate the paging procedure for CS fallback when Circuit Switched service request is pending to be sent to the UE when no NAS signalling connection exists.
To initiate the procedure the EMM entity in the network requests the lower layer to start paging (see 3GPP TS 36.300 [12], 3GPP TS 36.413 [15]). The paging message includes “CN Domain Indicator” to indicate that this is CS Fallback paging. Upon reception of a paging indication, the UE shall respond to the paging with a SERVICE REQUEST message with CS fallback indicator (see 3GPP TS 23.272 [3A] and 3GPP TS 36.413 [15]). If the paging request for EPS services was received during an ongoing UE initiated EMM specific procedure or service request procedure, then the UE shall ignore the paging request and the UE and the network shall proceed with the EMM specific procedure or the service request procedure.
Editor’s note: The timer used in the case of CS fallback is FFS.
