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1. Introduction

At the last meeting, CT1 agreed some enhancements to the Detach type IE to support the combined UE initiated detach procedure.
2. Reason for Change

The "Type of detach" field is now also used in the UE to network direction, but the sentence that these bits are spare for the UE to network direction was not deleted.
3. Conclusions

---
4. Proposal

It is proposed to agree the following changes to 3GPP TS 24.301.
* * * First Change * * * *

9.9.3.6
Detach type

The purpose of the Detach type information element is to indicate the type of detach.

The Detach type is a type 1 information element.

The Detach type information element is coded as shown in figure 9.9.3.6.1 and table 9.9.3.6.1.
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Figure 9.9.3.6.1: Detach type information element

Table 9.9.3.6.1: Detach type information element

	Type of detach (octet 1)

	

	In the UE to network direction:

	Bits

	3
	2
	1
	
	

	0
	0
	1
	
	EPS detach

	0
	1
	0
	
	IMSI detach

	0
	1
	1
	
	combined EPS/IMSI detach

	

	All other values are interpreted as "combined EPS/IMSI detach" in this version of the protocol.

	

	In the network to UE direction:

	Bits

	3
	2
	1
	
	

	0
	0
	1
	
	re-attach required

	0
	1
	0
	
	re-attach not required

	

	All other values are interpreted as "re-attach not required" in this version of the protocol.

	

	

	

	Switch off (octet 1)

	

	In the UE to network direction:

	Bit

	4
	
	
	
	

	0
	
	
	
	normal detach

	1
	
	
	
	switch off

	

	In the network to UE direction bit 4 is spare. The network shall set this bit to zero.
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