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4.5.5.4.2
AS Actions for early session model
4.5.5.4.2.1
General

The procedures in subclause 4.5.5.3.2 shall apply with following additions:
-
Upon receiving the PRACK request of the first reliable 18x response to the initial INVITE request containing an early-session SDP offer, the AS shall:

-
decide which CRS service should have priority based on the operator policy and the called CRS service subscriber’s preferences; and

-
if the CRS service provided by the AS serving the terminating UE has no priority, then forward the PRACK request and do not provide CRS service;
-
if the CRS service provided by the AS serving the terminating UE has priority, then:

a)
send a PRACK request to the terminating UE. The request shall include the SDP content for CRS service provided by the AS serving the terminating UE instead of the CRS service provided by the AS serving the originating UE as early-session SDP offer and if preconditions are used, and CRS resource has been requested, indicate the local preconditions are fulfilled;

b)
if a 200 (OK) response of PRACK request from terminating UE containing an SDP answer related to an early session is received, the AS shall forward the 200 (OK) response with a new SDP answer related to the early-session and set all port numbers of the media types to "0".
-
Upon receiving the initial INVITE request including the Alert-Info header field with a URL of CRS media, the AS shall:
-
decides which CRS service should have priority based on the operator policy and the called CRS service subscriber’s preferences; and

-
if the CRS service provided by the AS serving the terminating UE has no priority, then forward the INVITE request and do not provide CRS service;
-
if the CRS service provided by the AS serving the terminating UE has priority, then:

a)
forward the INVITE request after removing the Alert-Info header field; and

b)
send a PRACK request to the terminating UE upon receiving the PRACK request from the originating network of the first reliable SIP 18x response. The PRACK request shall include the SDP content for CRS as early-session SDP offer and if preconditions are used, and CRS resource has been requested, indicate the local preconditions are fulfilled;

-
if a 200 (OK) response of PRACK request from terminating UE containing an SDP answer related to an early session is received, the AS shall forward the 200 response after removing the SDP answer related to the early session.
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