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6.3.7
Communication Waiting

6.3.7.1
Actions at the ICS UE

Upon receipt of an I1 Invite with a Reason Value set to 0x005 (CW), the ICS UE shall follow the procedure described in subclause 4.5.5.3.2 of 3GPP TS 24.615 [aa], treating the I1 Invite with a Reason value of 0x005 (CW) in the same way as receipt of a SIP INVITE request with an XML body and a Content-Type header field set to "application/vnd.3gpp.cw+xml".

For Case A of subclause 4.5.3.3 of 3GPP TS 24.615 [aa], the ICS UE shall send a I1 Success message to indicate an answer of the waiting communication. The ICS UE shall follow explicit procedures to hold or release the active session while doing so. For Case B, of subclause 4.5.3.3 of 3GPP TS 24.615 [aa], the ICS UE shall send an I1 Failure message with the Error-Code information element set to the equivalent of 480 to indicate that the user has not answered the waiting communication.
6.3.7.2 6.3.7.2
Actions at the SCC AS

Upon receipt of a SIP INVITE request destined for an ICS UE with an XML body and a Content-Type header field set to "application/vnd.3gpp.cw+xml" as described in subclause 4.5.5.2 of 3GPP TS 24.615 [aa], the SCC AS shall send the I1 Invite message as specified in subclause 6.2.1.3.2 or subclause 6.2.1.3.3 of this document with an I1 Invite Reason value set to 0x005 (CW).
PROPOSED CHANGE

7.3.1
General Messages

Table 7.3.1 summarizes the messages for I1.

Table 7.3.1: General Message types

	Message
	Message Type Value (5 bit) hex
	Reason Value (10 bit) hex

	I1 INVITE (MO)
	0x1
	0x000

	I1 INVITE (MT)
	0x1
	0x001

	I1 INVITE (Augmentation)
	0x1
	0x002

	I1 INVITE (CW)
	0x1
	0x005

	I1 BYE
	0x2
	0x000

	I1 REFER
	0x9
	0x000

	I1 PROGRESS
	0x00
	0x64 – 0xC7

	I1 SUCCESS
	0x00
	0xC8 – 0x12B

	I1 FAILURE
	0x00
	0x12C – 0x25E

	I1 Dummy
	0x00
	0x3FF


Editor's Note:
the need for the I1 Dummy message is FFS.
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