Page 1



3GPP TSG-CT WG1 Meeting #64
(
C1-101587
Kyoto, Japan,  10  -  14  May,  2010.
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	24.229
	CR
	3151
	(

rev
	-
	(

Current version:
	9.3.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Use of P-Served-User header field in user location procedure

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IMSProtoc
	
	Date: (

	14/05/2010

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In the subclause 5.7.3 "Application Server (AS) acting as originating UA" allows an AS to send an initial SIP request to the entry point of the Home Network. The initial SIP request received in I-CSCF will then contain a Route header field with the "orig" parameter and a P-Served-User header field included. 

This scenario is not covered in I-CSCF at the moment. In this scenario the I-CSCF shall use the P-Served-User header instead of the P-Asserted-Identity for the user location procedure.

	
	

	Summary of change:
(

	P-Served-User header field is included as part of the user location procedure

	
	

	Consequences if 
(

not approved:
	E.g. call forwarding does not work when CF AS sends the initial SIP INVITE request to the entry of the forwarding user's Home Network's I-CSCF.

	
	

	Clauses affected:
(

	5.3.2.1A

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


------------------------------------------- 1st Change ------------------------------------
5.3.2.1A
Originating procedures for requests containing the "orig" parameter

The procedures of this subclause apply for requests received at the I-CSCF when the topmost Route header field of the request contains the "orig" parameter.

The I-CSCF shall verify for all requests whether they arrived from a trusted domain or not. If the request arrived from a non trusted domain, then the I-CSCF shall respond with 403 (Forbidden) response.

If the request arrived from a trusted domain, the I-CSCF shall perform the procedures below.

NOTE 1:
The I-CSCF can find out whether the request arrived from a trusted domain or not, from the procedures described in 3GPP TS 33.210 [19A].

For all SIP transactions identified:

-
if priority is supported, as containing an authorised Resource-Priority header field, or, if such an option is supported, relating to a dialog which previously contained an authorised Resource-Priority header field;

the I-CSCF shall give priority over other transactions or dialogs. This allows special treatment of such transactions or dialogs.

NOTE 2
The special treatment can include filtering, higher priority processing, routeing, call gapping. The exact meaning of priority is not defined further in this document, but is left to national regulation and network configuration.

When the I-CSCF receives an initial request for a dialog or standalone transaction the I-CSCF will start the user location query procedure to the HSS as specified in 3GPP TS 29.228 [14] for the calling user, indicated in either: 
1)
the P-Served-User header field, if included in the request; or

2)
the P-Asserted-Identity header , if the P-Served-User header field is not included in the request. 
Prior to performing the user location query procedure to the HSS, the I-CSCF decides which HSS to query, possibly as a result of a query to the Subscription Locator Functional (SLF) entity as specified in 3GPP TS 29.228 [14].

When the I-CSCF receives an INVITE request, the I-CSCF may require the periodic refreshment of the session to avoid hung states in the I-CSCF. If the I-CSCF requires the session to be refreshed, the I-CSCF shall apply the procedures described in RFC 4028 [58] clause 8.

NOTE 3:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it.

When the response for user location query contains information about the required S-CSCF capabilities, the I-CSCF shall select a S-CSCF according to the method described in 3GPP TS 29.228 [14].

If the user location query was successful, the I-CSCF shall:

1)
insert the URI of the S-CSCF - either received from the HSS, or selected by the I-CSCF based on capabilities - as the topmost Route header field appending the "orig" parameter to the URI of the S-CSCF;

2)
store the value of the "icid-value" header field parameter received in the P-Charging-Vector header field and retain the "icid-value" header field parameter in the P-Charging-Vector header field. If no "icid-value" header field parameter was found, then create a new, globally unique value for the "icid-value" header field parameter and insert it into the P-Charging-Vector header field;

3)
optionally, include the received Redirect-Host AVP value in the P-User-Database header field as defined in draft-camarillo-sipping-user-database [82];

4)
if a wildcarded public user identity value is received from the HSS in the Wildcarded-IMPU AVP and the I-CSCF supports the the SIP P-Profile-Key private header extension, include the wildcarded public user identity value in the P-Profile-Key header field as defined in RFC 5002 [97]; and

5)
forward the request based on the topmost Route header field.

NOTE 4:
The P-User-Database header field can be included only if the I-CSCF can assume (e.g. based on local configuration) that the receiving S-CSCF will be able to process the header field.

Upon an unsuccessful user location query, the I-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 404 (Not found) response or 604 (Does not exist anywhere) response in the case the user is not a user of the home network.

When the I-CSCF receives any response to the above request, and forwards it to AS, the I-CSCF shall:

-
store the values from the P-Charging-Function-Addresses header field, if present. If the next hop is outside of the current network, then the I-CSCF shall remove the P-Charging-Function-Addresses header field prior to forwarding the message; and

-
insert a P-Charging-Vector header field containing the type 3 "orig-ioi" header field parameter, if received in the request, and a type 3 "term-ioi" header field parameter in the response. The I-CSCF shall set the type 3 "term-ioi" header field parameter to a value that identifies the sending network of the response and the type 3 "orig-ioi" header field parameter is set to the previously received value of type 3 "orig-ioi" header field parameter.

------------------------------------------ End Change -----------------------------------
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