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7.2a
Domain selection for UE originating sessions / calls

For UE originating calls, the UE performs access domain selection. The UE shall be able to take following factors into account for access domain selection decision:

-
[..]

-
The domain used by an existing session / call for the same service.

-
[..]

and

7.2b
Access Domain Selection for terminating sessions

[..]

The T-ADS may take the following factors (but not limited to) into account for the selection decision:

-
[..]

-
The domains / access types used by an existing session.

-
[..]
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5.A
/<X>/OperatorPolicy/<X>/MediaPref/AccessNetworkForSubsequentSession
The AccessNetworkForSubsequentSession node indicates the permission to use the current access technology or domain, or any alternative (subject to further operator policy, i.e. RestrictedAccessNetworkType and PreferredAccessNetworks) for a session with media, where the same media is already used by an existing session.

-
Occurrence: One

-
Format: char
-
Access Types: Get, Replace

-
Values: "same", "other", "any"
"same" – The UE is only allowed to intitiate the session in the current access technology and CS domain or IM CN subsystems that the UE is currently using media in.
"other" – The UE is only allowed to initiate the session in any other access technology and CS domain or IM CN subsystem than the UE is currently using media in.

"any" – The UE is allowed to use any access technology and CS domain or IM CN subsystem that the UE has access to.
5.29
/<X>/Ext/

The Ext is an interior node for where the vendor specific information about the Communication Continuity MO is being placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace
-
Values: N/A
Annex A (informative):
Management Object DDF

This DDF is the standardized minimal set. A vendor can define it’s own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN" 

"http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>Communication_Continuity </NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>Communication Continuity settings</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<DFTitle>The Communication Continuity Management Object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>VDI</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The VCC Transfer URI.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>VDN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The VCC Transfer Number.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName> Preferred_domain </NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> Preferred_domain </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName> Immediate_DT </NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> Immediate_DT </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName> DT_CS-to-IM_CN_direction </NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> DT_CS-to-IM_CN_direction </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName> DT_IM_CN-to-CS_direction </NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> DT_IM_CN-to-CS_direction </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName> DT_in_held_waiting_calls </NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> DT_in_held_waiting_calls  </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>STI</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The SC Transfer URI.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>STN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The SC Transfer Number.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>OperatorPolicy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of Operator Policy</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>






<NodeName/>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The "name" node for the MediaPref object.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName>MediaPref</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<Scope>









<Permanent/>








</Scope>








<DFTitle>A collection of MediaPreferences</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>






<Node>








<NodeName>MediaorGroups</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<Scope>










<Permanent/>









</Scope>









<DFTitle>A collection of Media or group of media</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>










<NodeName/>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<node/>











</DFFormat>











<Occurrence>












<OneOrMore/>











</Occurrence>











<Scope>












<Dynamic/>











</Scope>











<DFTitle> Media</DFTitle>











<DFType>












<DDFName/>











</DFType>










</DFProperties>










<Node>












<NodeName>Media</NodeName>












<DFProperties>













<AccessType>














<Get/>














<Replace/>













</AccessType>













<DFFormat>














<chr/>













</DFFormat>













<Occurrence>














<One/>













</Occurrence>













<Scope>














<Permanent/>













</Scope>













<DFTitle>A collection of Media</DFTitle>













<DFType>














<MIME>text/plain</MIME>












</DFType>












</DFProperties>











</Node>










</Node>










</Node>





<Node>






<NodeName>RestrictedAccessNetworkType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>A collection of Access Network</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>








<Node>










<NodeName/>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<node/>











</DFFormat>











<Occurrence>












<OneOrMore/>











</Occurrence>











<Scope>












<Dynamic/>











</Scope>











<DFTitle> Access NetworkType</DFTitle>











<DFType>












<DDFName/>











</DFType>










</DFProperties>






<Node>








<NodeName>AccessNetworkType</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<Scope>










<Permanent/>









</Scope>









<DFTitle>A collection of access network type</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>







</Node>









</Node>






</Node>





<Node>






<NodeName>PreferredAccessNetworks</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>A collection of Access Network Types</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





<Node>







<NodeName/>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<OneOrMore/>








</Occurrence>








<Scope>









<Dynamic/>








</Scope>








<DFTitle> Access Network Type</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>






<Node>








<NodeName>AccessNetworkType</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<Scope>










<Permanent/>









</Scope>









<DFTitle>A collection of access network type</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>







</Node>









</Node>








</Node>







<Node>








<NodeName> SC_media_transfer </NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>SC_media_transfer </DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>





</Node>







<Node>








<NodeName> SC_non_transferable_media</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<bool/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle> SC_non_transferable_media </DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>










<Node>








<NodeName>AccessNetworkForSubsequentSession</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>AccessNetworkForSubsequentSession </DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>





</Node>





</Node>




</Node>



</Node>


<Node>




<NodeName>InterUETransferSCCASURI</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>the inter UE transfer SCC AS URI</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>
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