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*************************** BEGIN OF CHANGE ****************************

5.2.7.3
UE-terminating case

When the P-CSCF receives an INVITE request destined for the UE the P-CSCF may require the periodic refreshment of the session to avoid hung states in the P-CSCF. If the P-CSCF requires the session to be refreshed, then the P-CSCF shall apply the procedures described in RFC 4028 [58] clause 8. 

NOTE:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it in order to make it work. 

When the P-CSCF receives an initial INVITE request destined for the UE, it will have a list of Record-Route header fields. Prior to forwarding the initial INVITE request, the P-CSCF shall respond to all INVITE requests with a 100 (Trying) provisional response.

If received from the IP-CAN, the P-CSCF shall also include the access-network-charging-info parameter (e.g. received via the PCRF, over the Rx or Gx interfaces) in the P-Charging-Vector header field in the first request or response originated by the UE that traverses the P-CSCF, as soon as the charging information is available in the P-CSCF e.g., after the local resource reservation is complete. Typically, this first response is a 180 (Ringing) or 200 (OK) response if the remote UA supports the "integration of resource management in SIP" extension, or a re-INVITE request if the remote UA does not support the "integration of resource management in SIP" extension. See subclause 5.2.7.4 for further information on the access network charging information.

If the user-related policies provisioned to the P-CSCF (see subclause 5.2.6.1) do not indicate the served UE is authorized to send early media, the P-CSCF shall not allow media flows in forward and backward direction before the 200 (OK) response to the initial INVITE is received and may set the P-Early-Media header field to "gated" according to RFC 5009 [109] in the 18x provisional responses and UPDATE requests sent by the served UE.  

Editor's note: [IMSprotoc4#CR 3237] it's FFS to determine whether there is a need to have different policies for forward and backward directions.
If the user-related policies provisioned to the P-CSCF (see subclause 5.2.6.1) indicate that the served UE is authorized to send early media, the P-CSCF shall not remove the P-Early-Media header field if received in a 18x provisional response or in an UPDATE request.

5.2.7.4
Access network charging information

The P-CSCF shall include the "access-network-charging-info" header field parameter within the P-Charging-Vector header field as described in subclause 7.2A.5.

5.2.8
Call release
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