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* * * First Change * * * *

9.2.17
WRITE-REPLACE-WARNING-CONFIRM Response/Confirm

	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	Cause E-UTRAN
	9.3.33
	M

	Criticality Diagnostics
	9.3.34
	O

	Unknown Tracking Area List
	9.3.38
	O

	Unavailable eNB List
	9.3.44
	O


This primitive is sent by the MME to the CBC to acknowledge the CBC on the start or overwrite of a WRITE-REPLACE-WARNING-REQUEST for a warning message.
* * * Next Change * * * *

9.2.19
STOP-WARNING-CONFIRM Response/Confirm

	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	Cause E-UTRAN
	9.3.33
	M

	Criticality Diagnostics
	9.3.34
	O

	Unknown Tracking Area List
	9.3.38
	O

	Unavailable eNB List
	9.3.44
	O


This primitive is sent by the MME to the CBC to acknowledge the CBC on receipt of the STOP-WARNING-REQUEST for a warning message.

* * * Next Change * * * *

9.3.44
Unavailable eNB List

This parameter is applicable for E-UTRAN only.

The Unavailable eNB List IE in the WRITE-REPLACE-WARNING-REQUEST and STOP-WARNING-REQUEST message contains the list of eNodeBs where the MME was unable to deliver the message.

This List is of type Unavailable eNB List; see 3GPP TS 29.168 [35].

* * * End of changes * * * *

