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	Reason for change:
	From CT1 #83 Chengdu meeting to #84bis Porto meeting, a sort of CRs were agreed regarding CSFB failure or CSFB cancellation. i.e. CR1604(C1-132347), CR1795(C1-133036), CR1772(C1-133626) and CR1828(C1-133846).

Their intention is to let the UE perform a TAU procedure when it comes back to E-UTRAN after CSFB failure or CSFB cancellation so that in the corresponding situations, per the agreed CRs, the UE shall set the EMM state by EMM-REGISTERED.ATTEMPTING-TO-UPDATE.

However, unfortunately there is no description guaranting the UE should initiate a TAU procedure when coming back to E-UTRAN.

	
	

	Summary of change:
	Add a UE behavior in the state EMM-REGISTERED.ATTEMPTING-TO-UPDATE to perform a TAU when coming back to E-UTRAN.

	
	

	Consequences if not approved:
	The UE doesn’t perform a TAU so that the UE may fail to get PS paging.
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5.2.3.2.2
ATTEMPTING-TO-UPDATE

The UE:

-
shall not send any user data;

-
shall initiate tracking area updating on the expiry of timers T3411, T3402 or T3346;

-
shall initiate tracking area updating when entering a new PLMN not in the list of equivalent PLMNs, if the PLMN identity of the new cell is not in one of the forbidden PLMN lists, and the tracking area is not in one of the lists of forbidden tracking areas;

-
shall initiate tracking area updating when the tracking area of the serving cell in the current PLMN or equivalent PLMN has changed, if timer T3346 is not running and this tracking area is not in one of the lists of forbidden tracking areas;

-
may initiate a tracking area updating procedure upon request of the upper layers to establish a PDN connection for emergency bearer services, if timer T3346 is not running;

-
may detach locally and initiate an attach for emergency bearer services even if timer T3346 is running;

-
shall use requests for non-EPS services from CM layers to trigger a combined tracking area updating procedure, if timer T3346 is not running (see subclause 5.5.3.3); 
-
shall initiate tracking area updating in response to paging, if timer T3346 is running;
-
shall initiate tracking area updating when the UE transitions back to E-UTRAN from GERAN, UTRAN or cdma2000® 1x radio access technology, after CS fallback failed because CS fallback cancellation request was received (see subclause 5.6.1.6); and

-
shall initiate tracking area updating when the UE transitions back to E-UTRAN from GERAN, UTRAN or cdma2000® 1x radio access technology, after CS fallback or 1xCS fallback failed because CS fallback was unable to find a suitable GERAN or UTRAN cell (see subclause 5.6.1.6)
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