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	Other comments:
	


***** First change *****
8.3.6.11
WLAN offload indication
In networks that are configured to support offloading of traffic using the present PDN connection via WLAN(s) indicated as specified in 3GPP TS 36.331 [22], a permission to offload to WLAN is determined for the UE and the PDN connection in accordance with 3GPP TS 23.401 [10] subclause 4.3.23. If the permission to offload to WLAN is determined, the network shall include the WLAN offload indication IE in the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
If the MME is configured to accept offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode or in Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN is acceptable"; or
-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable".
If the MME is configured not to accept offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode or in Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN is not acceptable"; or
-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is not acceptable".
***** Next change *****
8.3.18.10
WLAN offload indication
In networks that are configured to support offloading of traffic using the present PDN connection via WLAN(s) indicated as specified in 3GPP TS 36.331 [22], a permission to offload to WLAN is determined for the UE and the PDN connection in accordance with 3GPP TS 23.401 [10] subclause 4.3.23. If the permission to offload to WLAN is determined, the network shall include the WLAN offload indication IE in the MODIFY EPS BEARER CONTEXT REQUEST message.
If the MME is configured to accept offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode or in Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN is acceptable";

-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable".
If the MME is configured not to accept offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode or in Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN is not acceptable"; or
-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is not acceptable".
