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	Reason for change:
	Further cases when UE capabilities and network capabilities do not match were identified.
Particularly:

- UE supports SCM, does not support MCM, and network does not support SCM;

- UE does not support SCM, supports MCM, and network does not support MCM;

- UE does not support SCM, supports MCM, network supports MCM and WLCP transports suppported by UE and network do not overlap.

In these situations, if the UE does not want to use TSCM, the UE needs to send EAP-Response/AKA'-Client-Error message to prevent creation of PDN connection to the default APN.
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6.4.2.6.4
Network support not available

If:

a)
the EAP-Request/AKA'-Challenge message does not include the AT_TWAN_CONN_MODE attribute as described in subclause 8.2.7.1;

b)
the UE supports SCM, the UE does not support MCM, and the EAP-Request/AKA'-Challenge message includes the AT_TWAN_CONN_MODE attribute as described in subclause 8.2.7.1 wherein the message field as described in subclause 8.1.4.1:

1)
contains the message type field indicating CONNECTION_CAPABILITY; and

2)
contains the item list field including the CONNECTION_MODE_CAPABILITY item as described in subclause 8.1.4.8 not indicating support of SCM;

c)
the UE does not support SCM, the UE supports MCM, and the EAP-Request/AKA'-Challenge message includes the AT_TWAN_CONN_MODE attribute as described in subclause 8.2.7.1 wherein the message field as described in subclause 8.1.4.1:

1)
contains the message type field indicating CONNECTION_CAPABILITY; and

2)
contains the item list field including the CONNECTION_MODE_CAPABILITY item as described in subclause 8.1.4.8 not indicating support of MCM; or

d)
the UE does not support SCM, the UE supports MCM, the EAP-Request/AKA'-Challenge message includes the AT_TWAN_CONN_MODE attribute as described in subclause 8.2.7.1 wherein the message field as described in subclause 8.1.4.1:

1)
contains the message type field indicating CONNECTION_CAPABILITY; and

2)
contains the item list field:

A)
including the CONNECTION_MODE_CAPABILITY item as described in subclause 8.1.4.8 indicating support of MCM; and

B)
including the SUPPORTED_WLCP_TRANSPORTS item as described in subclause 8.1.4.15;


and none of the WLCP transport indicated as supported in the SUPPORTED_WLCP_TRANSPORTS item is also supported by the UE;

then:

a)
if the UE is willing to use TSCM, the UE shall act as in TSCM; and

b)
if the UE is unwilling to use TSCM, the UE shall send EAP-Response/AKA'-Client-Error message.

NOTE:
In TSCM, successful EAP-AKA' authentication triggers creation of a PDN connection to the default APN. The UE can be unwilling to use the PDN connection to the default APN e.g. because the UE needs to perform handover of a PDN connection, because the UE needs to establish a PDN connection to an APN other than the default APN, because the UE needs to establish multiple PDN connections, or because the UE has no usage for the PDN connection to the default APN and wants to avoid any possible charges related to the PDN connection to the default APN.

