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	Reason for change:
	In the section 5.1.3, current statement are as follow :
The UE shall initiate the service authorisation procedure to the ProSe Function of the HPLMN:

a)
when the UE receives a request from upper layer to perform ProSe direct discovery announcing or monitoring or direct communication and has no valid service authorisation;

b)
when the UE is performing ProSe direct discovery announcing or monitoring or direct communication and changes its registered PLMN; or

c)
when timer T4005 associated with a valid service authorisation policy expires and the request from upper layer to perform ProSe direct discovery announcing or monitoring or direct communication in the corresponding PLMN is still in place.

For the bullet b), if a UE performing ProSe roams to a PLMN which is the UE is already authorized for ProSe, there would be not necessary to trigger service authorization procedure. Therefore an additional condition should be inline as follow
b)
when the UE is performing ProSe direct discovery announcing or monitoring or direct communication and changes its registered PLMN to a PLMN which is not included in the list of PLMNs in which the UE is authorised to perform the corresponding service; or

The “perform the corresponding service” is added to cover the case that the UE is pre-authorised to ProSe direct communication in the VPLMN, but not for ProSe discovery, or the case that the UE is only pre-authorised for monitoring, but not for announcing.

	
	

	Summary of change:
	Change the triggering conditions to initiate the service authorisation procedure.
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	unnecessary tirgger to initiate the service authorisation procedure.
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* * * First Change * * * *

 5.1.3
Service authorisation from ProSe Function of HPLMN 

The UE shall initiate the service authorisation procedure to the ProSe Function of the HPLMN:

a)
when the UE receives a request from upper layer to perform ProSe direct discovery announcing or monitoring or direct communication and has no valid service authorisation;

b)
when the UE is performing ProSe direct discovery announcing or monitoring or direct communication and changes its registered PLMN to a PLMN which is not included in the list of PLMNs in which the UE is authorised to perform the corresponding service; or

c)
when timer T4005 associated with a valid service authorisation policy expires and the request from upper layer to perform ProSe direct discovery announcing or monitoring or direct communication in the corresponding PLMN is still in place.

NOTE:
In order to ensure continuity of ProSe direct discovery service, the UE can request service authorisation from the ProSe Function of a PLMN before the timer T4005 associated with a service authorisation policy in that PLMN expires.

The UE shall obtain the service authorisation from the ProSe Function of the HPLMN over the PC3 interface by requesting the ProSe Direct Services Provisioning Management Object or the ProSe Public Safety Direct Services Provisioning MO as specified in 3GPP TS 24.333 [9]. The UE waits for an implementation dependent time for an answer from the ProSe Function. If the ProSe Function does not respond within that time, the UE may retry the service authorisation procedure. The number of retries performed by the UE is implementation dependent. Unless the UE receives a response from the ProSe function for service authorisation, the UE shall not consider that the request has been authorised.
The ProSe direct discovery service authorisation from the ProSe Function of the HPLMN may include:

a)
the PLMNs in which the UE is authorised to perform ProSe direct discovery monitoring, and for each PLMN, it indicates:

1)
a validity timer T4005 indicating for how long the monitoring authorisation policy in that PLMN is valid; and
2)
whether the UE is:

-
pre-authorised to use ProSe direct discovery monitoring in that PLMN without contacting the ProSe Function of that PLMN; or

-
conditionally authorised to use ProSe direct discovery monitoring in that PLMN, in which case it is required to also request service authorisation from the ProSe Function of that PLMN; and

b)
the PLMNs in which the UE is authorised to perform ProSe direct discovery announcing , and for each PLMN, it indicates:

1)
a validity timer T4005 indicating for how long the announcing authorisation policy in that PLMN is valid.
2)
the authorised announcing range; and
Editor's note: The description of the authorised announcing range will need to be updated once 3GPP TSG RAN2 TS is available and contains the relevant parameter description.

3)
whether the UE is:

-
pre-authorised to use ProSe direct discovery announcing in that PLMN without contacting the ProSe Function of that PLMN; or

-
conditionally authorised to use ProSe direct discovery announcing in that PLMN, in which case it is required to also request service authorisation from the ProSe Function of that PLMN.

The ProSe direct communication service authorisation from the ProSe Function of the HPLMN may include:

a)
whether the UE is is authorised to perform ProSe direct communication when not served by E-UTRAN;

b)
the radio parameters to be used for ProSe direct communication when not served by E-UTRAN;

Editor's note: The radio parameters that need to be configured on the UE to perform ProSe direct communication when the UE is not served by E-UTRAN are to be defined by 3GPP TSG RAN WG2.

c)
the PLMNs in which the UE is authorised to perform ProSe direct communication when served by E-UTRAN, and for each PLMN, it indicates:

1)
whether the UE is:

-
pre-authorised to use ProSe direct direct communication in that PLMN without contacting the ProSe Function of that PLMN; or

-
conditionally authorised to use ProSe direct communication in that PLMN, in which case it is required to also request service authorisation from the ProSe Function of that PLMN; and

2)
a validity timer T4005 indicating for how long the direct communication authorisation policy in that PLMN is valid; and
d)
the ProSe Direct communication policy parameters, consisting of:
1)
the ProSe Layer-2 Group ID;

2)
the ProSe Group IP multicast address;

3)
whether the UE should use IPv4 or IPv6 for that group;

4)
an IPv4 address to be used by the UE as a source address in case IPv4 is used; and

5)
group-related security contents.

The UE shall start validity timer(s) T4005 with the values included in this service authorisation. The UE shall consider that an authorisation policy is valid in the associated PLMN until the corresponding validity timer T4005 expires.
* * * End Changes * * * *
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