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***** Next change *****
7.9A.4
Definition of feature-capability indicator g.3gpp.loopback
Feature-capability indicator name: g.3gpp.loopback

Summary of the feature indicated by this feature-capability indicator: 

This feature-capability indicator, when included in a Feature-Caps header field as specified in RFC 6809 [190] in a SIP INVITE request, indicates the support of the roaming architecture for voice over IMS with local breakout. The support can only be indicated between the home network of the calling user and the visited network where the calling user is roaming.
Feature-capability indicator specification reference: 3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

Values appropriate for use with this feature-capability indicator:
None or a string with an equality relationship.

When used in a Feature-Caps header field, the value is a string identifying the home network and follows the syntax as described in table 7.9A.4-1 for g-3gpp-loopback. The value of g-3gpp-loopback parameter is an instance of fcap-string-value of Feature-Caps header field specified in RFC 6809 [190].
Table 7.9A.4-1: ABNF syntax of values of the g-3gpp-loopback feature-capability indicator

g-3gpp-loopback = "<" 1*(qdtext / quoted-pair) ">"
The feature-capability indicator is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-capability indicator is used to indicate support of the roaming architecture for voice over IMS with local breakout and that the INVITE request is a loopback request.
Examples of typical use: The home network indicating when a loopback INVITE request is sent to a visited network.

Security Considerations: Security considerations for this feature-capability indicator are discussed in clause 9 of RFC 6809 [190].
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