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*****Start of Change***** 
6.10.3
Additional procedures when WLAN access selection and traffic routing is controlled by ANDSF rules

If the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, the access stratum layer of the 3GPP access provides the received RAN assistance parameters to this layers and the UE shall use the RAN assistance information together with ANDSF rules to make traffic routing decisions to move traffic to WLAN or to E-UTRAN/UTRAN by comparing the received RAN assistance parameters with corresponding measurement results.

The following thresholds can be used for traffic routing from E-UTRAN/UTRAN to WLAN:

-
ThreshServingOffloadWLANLowP;

-
ThreshServingOffloadWLANLowQ; 

-
ThreshChUtilWLANLow;

-
ThreshBackhRateDLWLANHigh;
-
ThreshBackhRateULWLANHigh; and
-
ThreshBeaconRSSIWLANHigh.
The following thresholds can be used for traffic routing from WLAN to E-UTRAN/UTRAN:

-
ThreshServingOffloadWLANHighP;

-
ThreshServingOffloadWLANHighQ;

-
ThreshChUtilWLANHigh;

-
ThreshBackhRateDLWLANLow;
-
ThreshBackhRateULWLANLow; and
-
ThreshBeaconRSSIWLANLow.
*****End of Change***** 
