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	Reason for change:
	The following scenario has been observed to occur.

1. UE has PDN1 and PDN2 active
2. UE initiated PDN disconnect request for PDN 2
3. Network rejected PDN disconnect request with cause #49, Last PDN disconnect not allowed. 
This means that PDN2 is the only active PDN at NW side and PDN1 does not exist anymore. This also means that there is a mis-sync of the PDN contexts between the UE and the NW.

To handle this the UE ought to locally deactivate all the EPS bearer context and PDNs other than the one that UE requested for PDN disconnection.


	
	

	Summary of change:
	The UE locally deactivates all EPS bearer contexts the UE has other than the EPS bearer context assciated with the PDN connection the UE requested disconnection.

	
	

	Consequences if not approved:
	The mobile behaviour is unspecified when mobile receives reject cause #49 when it attempts PDN DISCONNECTION REQUEST.
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* * * 1st change * * * 
6.5.2.4
UE requested PDN disconnection procedure not accepted by the network

Upon receipt of the PDN DISCONNECT REQUEST message, if it is not accepted by the network, the MME shall send a PDN DISCONNECT REJECT message to the UE. The PDN DISCONNECT REJECT message shall contain the PTI and an ESM cause IE that typically indicates one of the following ESM cause values:
#35:
PTI already in use;

#43:
invalid EPS bearer identity;

#49:
last PDN disconnection not allowed;

#95 – 111: protocol errors.

Upon receipt of the PDN DISCONNECT REJECT message, the UE shall stop the timer T3492, enter the state PROCEDURE TRANSACTION INACTIVE and abort the PDN disconnection procedure. Additionally, in all cases with the exception of the UE having received ESM cause #49 "last PDN disconnection not allowed", the UE shall deactivate all EPS bearer contexts for this PDN connection locally without peer-to-peer signalling between the UE and the MME. If the UE receives ESM cause #49 "last PDN disconnection not allowed" and the UE has any other PDN connections established, the UE shall locally deactivate, without peer-to-peer signalling between the UE and the MME, all EPS bearer contexts associated with those other PDN connections.
* * * End of 1st change * * * 
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.





