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	*** First Change ***


4.2.2
Policy
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Figure 4.2.2: Policy
4.2.3
DiscoveryInformation
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Figure 4.2.3: DiscoveryInformation
4.2.4
UE_Location
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Figure 4.2.4: UE_Location
4.2.5
ISRP
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Figure 4.2.5: ISRP
4.2.6
ForFlowBased
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Figure 4.2.6: ForFlowBased
4.2.7
ForServiceBased
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Figure 4.2.7: ForServiceBased
4.2.8
ForNonSeamlessOffload
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Figure 4.2.8: ForNonSeamlessOffload
4.2.9
UE_Profile
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Figure 4.2.9: UE_Profile
4.2.10
IARP
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Figure 4.2.10: IARP
4.2.11
ForInterAPNRouting

[image: image10.emf]ForInterAPNRouting

<X>+

StartSourcePortNumber?

QoS?

ProtocolType?

IPFlow <X> +

RoutingCriteria? <X> +

ValidityArea?

AddressType?

StartSourceIPaddress ?

EndSourceIPaddress ?

EndSourcePortNumber?

PLMN

TAC ?

LAC ?

GERAN_CI ?

<X>+ 3GPP_Location ?

Geo_Location ?

3GPP2_Location ? 1x ? <X>+

WiMAX_Location ?

WLAN_Location ?

HRPD ?

SID

NID ?

Base_ID ?

<X>+ Sector_ID

<X>+ NAP-ID

BS-ID

<X>+

SSID ?

BSSID?

Netmask

UTRAN_CI ?

EUTRA_CI ?

HESSID ?

Circular ?

<X>+

AnchorLatitude

AnchorLongitude

Radius

DomainName?

App-ID ? <X>+

OSApps

<X>+

OSAppId

OSId

APN ?

DayOfWeek ? 

StartDestPortNumber?

EndDestPortNumber?

APN RoutingRule <X> +

APNPriority

RulePriority

TimeStart ? TimeOfDay ? <X>+

TimeStop ?

DateStart ?

DateStop ?

TimeOfDayRef ?

ValidityAreaRef ?

RANValidityCondition ? See Figure 4.2.16

RANValidityConditionRef ?


Figure 4.2.11: ForInterAPNRouting
4.2.12
WLANSP
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Figure 4.2.12: WLANSP
	*** Next Change ***


4.2.13
RuleSelectionInformation
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Figure 4.2.13: RuleSelectionInformation
4.2.14
HomeOperatorPreference
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Figure 4.2.14: HomeOperatorPreference
4.2.15
ValidityCriteria Container
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Figure 4.2.15: ValidityCriteria Container
4.2.16
RANValidityConditions
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Figure 4.2.16: RANValidityConditions
	*** End Change ***
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