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***** Next change *****
6.2.2.3
Announce request procedure accepted by the ProSe Function

Upon receiving a DISCOVERY_REQUEST message, the ProSe Function shall check that the application corresponding to the Application Identity contained in the DISCOVERY_REQUEST message is authorised for ProSe direct discovery announcing in the registered PLMN. If the application is authorised for ProSe direct discovery announcing in the registered PLMN, the ProSe Function shall check whether there is an existing context for the UE associated with the requested ProSe Application ID.

If there is no associated UE context, the ProSe Function checks with the HSS whether the UE is authorised for ProSe direct discovery announcing as described in 3GPP TS 29.344 [3]. If the check indicates that the UE is authorised, the ProSe Function shall allocate the corresponding ProSe Application Code and a value for validity timer T4000.
If the requested ProSe Application ID is country-specific or global as described in subclause 24.2 of 3GPP TS 23.003 [4], the ProSe Function shall allocate a corresponding ProSe Application Code according to subclause 24.3 of 3GPP TS 23.003 [4]. The temporary identity part of the ProSe Application Code is taken from the data structure corresponding to the country-specific or global ProSe Application ID namespace according to subclause 24.3 of 3GPP TS 23.003 [4]. The ProSe Function shall use the MCC and MNC of the PLMN ID of this ProSe Function for the PLMN ID part of the ProSe Application Code.

After the ProSe Application Code is allocated, the ProSe Function then associates this ProSe Application Code and its validity timer T4000 with a new context for the UE that contains the UE's subscription parameters obtained from the HSS, and starts timer T4001. The HSS also provides to the ProSe Function the PLMN ID of the PLMN in which the UE is currently registered.

NOTE:
For a given ProSe Application Code, T4001 is longer than T4000 to ensure service continuity. 

Editor's note: The gap value between T4001 and T4000 is FFS.

If there is an existing context for the UE associated with the requested ProSe Application ID, the ProSe function shall either update the context with a new validity timer T4000 and restart timer T4001, or allocate a new ProSe Application Code for the requested ProSe Application ID with a new validity timer T4000. 
If a new context was created or an existing context was updated and the UE is currently roaming, the ProSe Function checks with the VPLMN's ProSe function whether the UE is authorised for ProSe direct discovery announcing as described in 3GPP TS 29.345 [5].

If the check indicates that the UE is authorised then the ProSe Function shall send a DISCOVERY_RESPONSE message containing a <response-announce> element with the transaction ID set to the value of the transaction ID received in the DISCOVERY_REQUEST message from the UE, the ProSe Application Code set to the ProSe Application Code allocated by the ProSe Function for the ProSe Application ID received in the DISCOVERY_REQUEST message from the UE, Validity Timer T4000 set to the T4000 timer value assigned by the ProSe Function to the ProSe Application Code, the Discovery Type set to "Open Discovery" and the Discovery Key set to a value provided by the ProSe Function.

If the UE does not initiate a new announce request procedure before timer T4001 expires, the ProSe Function shall remove the entry , which associates the UE with the corresponding ProSe Application ID, from the UE's context.
***** Next change *****
6.2.3.3
Monitor request procedure accepted by the ProSe Function

Upon receiving a DISCOVERY_REQUEST message, the ProSe Function shall check that the application corresponding to the Application Identity contained in the DISCOVERY_REQUEST message is authorised for ProSe direct discovery monitoring in the registered PLMN. If the application is authorised for ProSe direct discovery monitoring in the registered PLMN, the ProSe Function shall check whether there is an existing context for the UE associated with the requested ProSe Application ID.

If there is no associated UE context, the ProSe Function checks with the HSS whether the UE is authorised for ProSe direct discovery monitoring as described in 3GPP TS 29.344 [3]. If the check indicates that the UE is authorised, the ProSe Function shall allocate one or more Discovery Filters to the requested ProSe Application ID. Each Discovery Filter consists of a ProSe Application Code, one or more ProSe Application Masks, and a TTL timer T4002. 
If the requested ProSe Application ID is country-specific or global or PLMN-specific as defined respectively in subclause 24.2 of 3GPP TS 23.003 [4], the ProSe Function shall allocate the Discovery Filter which contains ProSe Application Code and ProSe Application Mask(s) in the corresponding scope. If the ProSe Application ID is country-specific or global, the ProSe Application Mask(s) enclosed in the Discovery Filter hides the PLMN ID part correspondingly and the temporary identity part is taken from the data structure corresponding to the global or country-wide ProSe Application ID namespace, as specified in subclause 24.3 of 3GPP TS 23.003 [4]. If the requested ProSe Application ID is PLMN-specific, the ProSe Function shall allocate one or more PLMN-specific Discovery Filters in the format defined in subclause 24.3 of 3GPP TS 23.003 [4], in which the PLMN ID portion of the mask shall be used to match the PLMN ID of that specific PLMN.

After the Discovery Filter(s) are allocated, the ProSe Function then associates the Discovery Filters with a new context for this UE that contains the subscription parameters for this UE obtained from the HSS, and starts timer T4003 assigned for each Discovery Filter. The HSS also provides to the ProSe Function the PLMN ID of the PLMN in which the UE is currently registered.

NOTE:
For a given Discovery Filter, T4003 is longer than T4002 to ensure service continuity. 

Editor's note: The gap value between T4003 and T4002 is FFS.

If there is an existing context for the UE associated with the requested ProSe Application ID, the ProSe function shall update the context for the same Discovery Filter(s) with new TTL timer(s) T4002 and restart timer T4003 for each filter.

The ProSe Function shall also check the PLMN ID in the ProSe Application ID. If the PLMN ID in the ProSe Application ID is not the same as that of the PLMN to which the ProSe Function belongs, then the ProSe Function executes the procedures defined in 3GPP TS 29.345 [5].
Then the ProSe Function shall send a DISCOVERY_RESPONSE message containing a <response-monitor> element with the transaction ID set to the value of the transaction ID received in the DISCOVERY_REQUEST message from the UE, and one or more Discover Filters allocated by the ProSe Function(s) for the ProSe Application ID received in the DISCOVERY_REQUEST message from the UE.
If the UE does not initiate a new monitor request procedure before timer T4003 expires, the ProSe Function shall remove the UE's association with the corresponding Discovery Filter. Furthermore, the ProSe Function shall remove the entry, which associates the UE with the corresponding ProSe Application ID, from the UE's context.
