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1. Overall Description:

CT1 had some discussions related to RanPreference indicator defined in the RAN validity conditions. In order to fit the SA2’s requirement well, CT1 would like to ask the following question.

There is the SA2 description as follows:

“The RAN validity conditions may also include a RanPreference indicator which is used to evaluate any threshold condition when the condition is associated with both RAN provisioned WLAN access thresholds and ANDSF provisioned WLAN access thresholds. When the RanPreference is set, it indicates that the threshold condition shall be evaluated by using the RAN provisioned WLAN access threshold, if available (i.e. if included in the RAN Assistance Information). If not available, the ANDSF provisioned WLAN access threshold shall be used. When the RanPreference is not set or when it is not present, the threshold condition shall be evaluated by using the ANDSF provisioned WLAN access threshold.”
Based on the above definition, the operator can provide the follows two different rules:

· Rule 1: RAN validity condition includes both RAN provisioned WLAN access thresholds and ANDSF provisioned WLAN access thresholds, and RanPreference is not set or not present.

· Rule 2: RAN validity condition only includes ANDSF provisioned WLAN access thresholds.

From CT1’s point of view, Rule 1 and Rule2 are the same. So why does SA2 define two different solutions for the same rule? 

2. Actions:

To SA2: CT1 kindly asks SA2 to provide clarification on the above question. 
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