Page 1



3GPP TSG-CT WG1 Meeting #88bis 
(C1-143442
Sophia-Antipolis (France), 20-24 October 2014
	CR-Form-v11

	CHANGE REQUEST

	

	(
	24.312
	CR
	0210
	(
rev
	-
	(
Current version:
	12.6.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (
	UICC apps(
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(
	Resolving editor's note in RAN assistance information

	
	

	Source to WG:
(
	Ericsson

	Source to TSG:
(
	C1

	
	

	Work item code:
(
	UTRA_LTE_WLAN_interw-CT
	
	Date: (
	2014-10-06

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12) 
Rel-13
(Release 13)

	
	

	Reason for change:
(
	The document contains the following editor's notes:
Editor's note [UTRA_LTE_WLAN_interw-CT, CR#0203]: 
Whether RANValidityCondition and RANValidityConditionRef need be direct child node of RoutingCriteria node and how related parent/grandparent node should be referenced are FFS.  

Editor's note [UTRA_LTE_WLAN_interw-CT, CR#0203]: 
Whether RANValidityCondition and RANValidityConditionRef need be direct child node of RoutingCriteria node and how related parent/grandparent node should be referenced are FFS.  

Editor's note [UTRA_LTE_WLAN_interw-CT, CR#0203]: 
Whether RANValidityCondition and RANValidityConditionRef need be direct child node of RoutingCriteria node and how related parent/grandparent node should be referenced are FFS.  

Editor's note [UTRA_LTE_WLAN_interw-CT, CR#0203]: 
Whether RANValidityCondition and RANValidityConditionRef need be direct child node of RoutingCriteria node and how related parent/grandparent node should be referenced are FFS.  

It is suggested to keep the RANValidityCondition node and the RANValidityConditionRef node in the ANDSF/ISRP/<X>/ForFlowBased/<X> node due to the following reasons:
- location of the RANValidityCondition node and the RANValidityConditionRef node is consistent with location of the other parts of validity condition (i.e. the ValidityArea node and TimeOfDay node)

- it enables to have a flow distribution rule valid in different combination of validity area, of time of day and of RAN thresholds conditions / OPI value
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***** Next change *****
5.7.18
ANDSF/ISRP/<X>/ForFlowBased/<X>/RoutingCriteria

The RoutingCriteria node acts as a placeholder for validity conditions for a particular flow distribution rule.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

If at least one instance of ANDSF/ISRP/<X>/ForFlowBased/<X>/RoutingCriteria/<X> node indicates matching validity condition, the UE shall consider the corresponding flow distribution rule as valid.

If the ANDSF/ISRP/<X>/ForFlowBased/<X>/RoutingCriteria/<X> node is present and empty (i.e. none of the nodes ValidityArea, ValidityAreaRef, TimeOfDay, TimeOfDayRef, RANValidityCondition or RANValidityConditionRef), the ANDSF/ISRP/<X>/ForFlowBased/<X>/RoutingCriteria/<X> node is not considered when evaluating the validity of the corresponding flow distribution rule.


***** Next change *****
5.7.28
ANDSF/ISRP/<X>/ForServiceBased/<X>/RoutingCriteria

The RoutingCriteria node acts as a placeholder for validity conditions for a particular flow distribution rule.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

If at least one instance of ANDSF/ISRP/<X>/ForServiceBased/<X>/RoutingCriteria/<X> node indicates matching validity condition, the UE shall consider the corresponding flow distribution rule as valid.

If the ANDSF/ISRP/<X>/ForServiceBased/<X>/RoutingCriteria/<X> node is present and empty (i.e. none of the nodes ValidityArea, ValidityAreaRef, TimeOfDay, TimeOfDayRef, RANValidityCondition or RANValidityConditionRef exist), the ANDSF/ISRP/<X>/ForServiceBased/<X>/RoutingCriteria/<X> node is not considered when evaluating the validity of the corresponding flow distribution rule.

***** Next change *****
5.7.49
ANDSF/ISRP/<X>/ForNonSeamlessOffload/<X>/
RoutingCriteria

The RoutingCriteria node acts as a placeholder for validity conditions for a particular flow distribution rule.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

If at least one instance of ANDSF/ISRP/<X>/ ForNonSeamlessOffload/<X>/RoutingCriteria/<X> node indicates matching validity condition, the UE shall consider the corresponding flow distribution rule as valid.

If the ANDSF/ISRP/<X>/ ForNonSeamlessOffload/<X>/RoutingCriteria/<X> node is present and empty (i.e. none of the nodes ValidityArea, ValidityAreaRef, TimeOfDay, TimeOfDayRef, RANValidityCondition or RANValidityConditionRef exist), the ANDSF/ISRP/<X>/ ForNonSeamlessOffload /<X>/RoutingCriteria/<X> node is not considered when evaluating the validity of the corresponding flow distribution rule.

***** Next change *****
5.9.22
ANDSF/IARP/<X>/ForInterAPNRouting/<X>/RoutingCriteria

The RoutingCriteria node acts as a placeholder for validity conditions for a particular flow distribution rule.

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

If at least one instance of ANDSF/IARP/<X>/ForInterAPNRouting/<X>/RoutingCriteria/<X> node indicates matching validity condition, the UE shall consider the corresponding flow distribution rule as valid.

If the ANDSF/IARP/<X>/ForInterAPNRouting/<X>/RoutingCriteria/<X> node is present and empty (i.e. none of the nodes ValidityArea, ValidityAreaRef, TimeOfDay, TimeOfDayRef, RANValidityCondition or RANValidityConditionRef exist), the ANDSF/IARP/<X>/ForInterAPNRouting/<X>/RoutingCriteria/<X> node is not considered when evaluating the validity of the corresponding flow distribution rule.

