Page 1



3GPP TSG-CT WG1 Meeting #88bis 
C1-143550
Sophia-Antipolis (France), 20-24 October 2014
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.302
	CR
	0342
	rev
	-
	Current version:
	12.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	IANA registration of FTT_KAT parameter

	
	

	Source to WG:
	Huawei

	Source to TSG:
	C1

	
	

	Work item code:
	TEI12
	
	Date:
	2014-10-24

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	As a reminder, an editor's note exists on the registration of parameters with IANA relating to FTT_KAT. This registration has now occurred as follows:

Value 
Attribute Type 
Multi-Valued 
Length 
Reference 

22
      FTT_KAT
            NO
                        2 octets
[TS 24.302 12.6.0]

Please see

http://www.iana.org/assignments/ikev2-parameters


	
	

	Summary of change:
	The editor's note is deleted.

	
	

	Consequences if not approved:
	Editor's note will remain in document.

	
	

	Clauses affected:
	F.3.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** First change *****
F.3.3.1
FTT_KAT configuration attribute

The FTT_KAT configuration attribute is coded according to figure F.3.3.1-1 and table F.3.3.1-1.

	Bits
	

	7
	6
	5
	4
	3
	2
	1
	0
	Octets

	R
	Attribute type
	1

	Attribute type
	2

	Length
	3 - 4

	Keep alive time
	5 - 6


Figure F.3.3.1-1: FTT_KAT configuration attribute

Table F.3.3.1-1: FTT_KAT configuration attribute
	R field is defined in IETF RFC 5996 [28].



	Attribute type field has value XXX.



	Length field is defined in IETF RFC 5996 [28].



	When FTT_KAT configuration attribute is included in the CFG_REQUEST configuration payload of IKEv2 security association, packets of which are transported via FTT, the Keep-alive time field indicates preferred maximum time in seconds between two envelopes (any of those described in subclause F.3.2) sent via FTT. When FTT_KAT configuration attribute is included in the CFG_REPLY configuration payload of IKEv2 security association, packets of which are transported via FTT, the Keep-alive time field indicates actual maximum time in seconds between two envelopes (any of those described in subclause F.3.2) sent via FTT.



***** End of change *****
