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1. Introduction
This document proposes to introduce usage of presentation in IM session supporting telepresence in TS 24.103.
2. Reason for Change
As defined in draft-ietf-clue-framework, the presentation attribute indicates that the media capture originates from a presentation device. This attribute can help the consumer to determine the presentation media captures so that it can select which media capture(s) to configure when a TP UE creates presentation during an IM session supporting telepresence. After the media captures for presentation have been configured, the TP UE creates an update of SDP offer/answer to establish media streams for presentation. These are missing in the current TS 24.103.
3. Conclusions

The changes in this contribution are proposed to be incorporated in the new TS.
4. Proposal

It is proposed to agree to the following changes to 3GPP TS 24.103 v1.0.0.
* * * First Change * * * *

7.3.1.2.xy1
Presentation Initiation
To create a presentation during an IM session supporting telepresence, the TP UE or the TP enabled conference focus, acting as a media provider, shall set the presentation attribute (see subclause 4.5) on one or more media captures in the CLUE ADVERTISEMENT message, as defined in subclause 7.1.1.8 of draft-ietf-clue-framework [4].

When receiving the CONFIGURE message with presentation media captures, the TP UE shall trigger an updated SDP offer as described in subclause 6.3.1 to establish the media stream.
* * * Next Change * * * *

7.3.2.2.xy2
Presentation selection
The TP UE or the TP enabled conference focus, acting as a media consumer, may select a media capture, one of whose attributes is presentation via CLUE exchange as defined in subclause 7.1.1.8 of draft-ietf-clue-framework [4].

* * * End of Change * * * *

