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***** Next change *****
5.10.3.5
Abnormal cases
When the IBCF acting as an entry point in the home originating PLMN is unable to forward a SIP request, as determined by one of the following:
-
there is no response to the SIP request and its retransmissions by the IBCF; or

-
by unspecified means available to the IBCF;

and:

-
the IBCF supports S-CSCF restoration procedures;

then the IBCF:

1)
shall reject the request by returning a 504 (Server Time-out) response; and

2)
shall include in the 504 (Server Time-out) response:

-
a Content-Type header field with the value set to associated MIME type of the 3GPP IM CN subsystem XML body as described in subclause 7.6.1;

-
a P-Asserted-Identity header field set to the value of the SIP URI of the IBCF included in the Path header field during the registration (see subclause 5.10.3.1); and

-
a 3GPP IM CN subsystem XML body containing:

a)
an <ims-3gpp> element with the "version" attribute set to "1" and with an <alternative-service> child element, set to the parameters of the alternative service:

i)
a <type> child element, set to "restoration" (see table 7.6.2) to indicate that restoration procedures are supported;

ii)
a <reason> child element, set to an operator configurable reason; and

iii)
an <action> child element, set to "initial-registration" (see table 7.6.3).

NOTE:
These procedures do not prevent the usage of unspecified reliability or recovery techniques above and beyond those specified in this subclause.
If

-
the IBCF supports indicating traffic leg associated with a URI as specified in draft-holmberg-dispatch-iotl [225];
-
an initial request for a dialog, a request for a standalone transaction or a a request for an unknown method that does not relate to an existing dialog is received containing a "iotl" SIP URI  in the Request-URI or in a Route header field with an inconsistent value or a value not supported by the IBCF own network; and

NOTE:
How I-CSCFdetermines that the content of the  SIP request is inconsistent with the received "iotl" SIP URI parameter value is implemenentation dependent.

-
according to local policy;

the IBCF shall reject the request with a 403 (Forbidden) response.
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