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	Reason for change:
	In TS23.060, it is defined that the SGSN can provide an updated WLAN offloadability indication to the UE, and it may be initiated by the SGSN initiating session management signalling towards the UE, quote from TS23.060 subclause 5.3.21:

“The SGSN may provide an updated offloadability indication of a PDN Connection to the UE. This may be initiated by HSS as part of the Insert Subscriber Data procedure as described in clause 6.11.1.1. It can also be initiated by SGSN by invoking a PDP Context Modification Procedure as described in clause 9.2.3.1 or by adding the offloadability indication to a session management NAS message sent to the UE as part of an existing procedure.”
Based on the above description, the SGSN may initiate SM signalling towards the UE, i.e. using PDP context modification procedure to include the new WLAN offload indication. However, according to the current TS 24.008 definition, PDP context modification procedure is not used to modify WLAN offload indication.

	
	

	Summary of change:
	Add the modification of WLAN offload indication scenario to the PDP context modification procedure.
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	Misalignment with SA2 definition.
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6.1.3.3
PDP context modification procedure

The PDP context modification procedure is invoked by the network or by the MS, in order to change the QoS negotiated, the Radio priority level, or the TFT, negotiated during the PDP context activation procedure, the secondary PDP context activation procedure or at previously performed PDP context modification procedures. Depending on the selected Bearer Control Mode being 'MS only' or 'MS/NW', the MS or the network respectively may also create and delete a TFT of an active default PDP context. The PDP context modification procedure can be initiated by the network or the MS at any time when a PDP context is active. The network and the MS shall manage packet filter identifiers for the packet filters each modifies or deletes. The network and the MS shall manage packet filter evaluation precedence for the packet filters each modifies.If the MS changes a TFT, which is not assigned to a default PDP context, the MS shall ensure that at least one packet filter applicable for the uplink direction remains among the packet filters created by the MS in that TFT, or no own packet filters . If the network changes a TFT, which is not ass igned to a default PDP context, the network shall ensure that at least one packet filter applicable for the uplink direction remains among the TFT packet filters created by the network in that TFT, or no own packet filters. The MS supporting S1 mode shall not modify the QoS of the first PDP context that was established within the PDN connection. The MS not supporting S1 mode should not modify the QoS of the first PDP context that was established within the PDN connection (see 3GPP TS 23.060 [74]).
The PDP context modification procedure may also be invoked by the MS, in order to upgrade the maximum bit rate and to trigger the re-establishment of the radio access bearer for an activated PDP context which is preserved in the MS with maximum bit rate values of 0kbit/s for both uplink and downlink (see 3GPP TS 23.060 [74]).
NOTE 1:
As described in 3GPP TS 23.060 [74], the MS only preserves PDP contexts with a TFT including packet filter(s) set by the MS.

If

-
the PDP Context Modification request is accepted by the network but the radio access bearer is not established; or

-
the PDP Context Modification request is rejected with cause "insufficient resources" (see subclause 6.1.3.3.3),

then the MS is not required to start a new PDP Context Modification procedure or to start a Service Request procedure in order to trigger the re-establishment of the radio access bearer.
If there is a PDN connection for emergency bearer services established, the MS shall not request a modification of bearer resources for this PDN connection.
The network requested PDP context modification procedure may also be used to update the PDP address when external PDP address allocation is performed, in which case the MS receives the PDP address in the MODIFY PDP CONTEXT REQUEST (Network to MS direction) message.

NOTE 2:
The procedure may be initiated by the network due to an inter-SGSN Routing Area Updating when a PDP context is active. 

The network requested PDP context modification procedure may also be used to update the WLAN offload indication, in which case the MS receives the updated WLAN offload indication in the MODIFY PDP CONTEXT REQUEST (Network to MS direction) message.
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