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***** NEXT MODIFICATION *****
4.5.2.2A
Procedures at the AS serving the originating user

Upon receiving a REFER request in an existing dialog from a user involved also in a conference, the AS serving the originating user shall first check that the REFER request is valid:

-
the Request-URI in the REFER request is targeted to the same UE instance (remote UE) that is involved in the dialog; and

-
the Refer-To header in the REFER request contains an URI so that the method constructed from the URI is equal to an INVITE request to the Conference focus.

Otherwise, the AS may, depending on operator policy:

-
reject the REFER request; or

-
handle the REFER request with another service; or

-
proxy the REFER request on.
If any of the of the following is true:

-
the initial INVITE request on the dialog on which the REFER request is received was identified as a PSAP callback request; or

-
the Refer-To header field in the REFER request contains a URI with which the referor is involved in a dialog where the initial INVITE request was identified as a PSAP callback request.

the AS shall based on local policy on how to handle PSAP callbacks reject the REFER request.

The mechanism to identify an INVITE request as a PSAP callback depends on local policy and can be based on the PSAP callback indicator specified in IETF RFC 7090 [13].
If the AS determines that the REFER request shall not be sent to the remote UE and the AS decides to apply 3pcc the AS shall follow the special REFER handling procedures in 3GPP TS 24.628 [11] with the following addition:

-
the AS shall include the "isfocus" header field parameter in the Contact header field in the INVITE request sent towards the remote UE.

***** END MODIFICATION *****
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