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	Reason for change:
	Sections 4.5.2.1 and 4.5.2.15 decribe respectively actions at the originating UA and diverted UA.  
The fact that information received in the History-Info header field may be displayed to the UE is mentioned but there is no description on the way to find the correct information among the History-Info entries.

Additionally, this mechanism could be useful for other standard bodies referencing this document such as GSMA IR.92.
It is then proposed to describe this point based on the recently introduced RFC7044.

	
	

	Summary of change:
	In section 4.5.2.1, it is proposed to describe the presentation of the Information in the History-Info to the originating UE.
In section 4.5.2.15, it is proposed to describe the presentation of the Information in the History-Info to the terminating UE.
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***** Next change *****
4.5.2.1
Actions at the originating UA
A UE supporting CDIV services shall support origination of requests in the IM CN subsystem (as specified in 3GPP TS 24.229 [2]).

When communication diversion has occurred on the served user side and the subscription option "Originating user receives notification that his communication has been diverted (forwarded or deflected)" is set to true, the originating UA may receive a 181 (Call Is Being Forwarded) response according to the procedures described in 3GPP TS 24.229 [2].

The Information given by the History-Info header could be displayed by the UA if it is a UE. 
NOTE:
The originating UE will find the diverted-to URI in the last hi-entry of the History-Info header field containing a hi-target-param "mp" and a cause-param as specified in IETF RFC 4458 [14]. The originating UE will find the diverting user URI in the hi-entry having a hi-index that match the value of the "mp" parameter previously identified. If the "mp" header field parameter is not present in the hi-entries within the History-Info header field, the information of the diverted-to URI will be found in the last hi-entry containing a cause-param as specified in IETF RFC 4458 [14] and the diverting user URI in the previous hi-entry.
***** Next change *****
4.5.2.15
Actions at the diverted to UA
A UE supporting CDIV services shall support termination of requests in the IM CN subsystem (as specified in 3GPP TS 24.229 [2]).
NOTE:
The terminating UE will find the diverting URI in the hi-entry of the History-Info header field whose hi-index matches the value of the hi-target-param "mp" in the last hi-entry containing a hi-target-param "mp" and a cause-param as specified in IETF RFC 4458 [14]. If the "mp" header field parameter is not present in the hi-entries within the History-Info header field, the information of the diverting user URI will be found in the hi-entry that precede the hi-entry containing a cause-param as specified in IETF RFC 4458 [14].
***** Next change *****
