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1. Introduction
This contribution is proposing to remove editor's note on warning heaer in provisional response
2. Reason for Change
There is editor's note in subclause 6.3.3.2.3.1 on warning header in provisional response.

But, current TS 24.379, the provisional response is not meaningful and is discarded in PF when received. And there is no warning message meaningful when carried in provisional response.
Therefore, it is proposed to remove the editor's note
3. Proposal

It is proposed to agree the following changes to 3GPP TS 24.379 v1.1.0.
* * * First Change * * * *

6.3.3.2.3.1
Provisional response

When sending SIP provisional responses with the exception of the SIP 100 (Trying) response to the SIP INVITE request the controlling MCPTT function:

1)
shall generate the SIP provisional response;
2)
shall include a P-Asserted-Identity header field received in the incoming SIP INVITE request;

3)
shall include a MCPTT session identity in the Contact header field; and

4)
shall include the following in the Contact header field:

a)
the g.3gpp.mcptt media feature tag;

b)
the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcptt"; and

c)
the isfocus media feature tag.


NOTE 4:
It is expected that this action is taken if the policy is to proceed with the call on expiry of timer TNG1 (acknowledged call setup timer).

1) 
if all other invited clients have not yet responded, shall continue running timer TNG1 (acknowledged call setup timer); and

2)
if all other invited clients have responded with SIP 200 (OK) responses, shall 

a)
stop timer TNG1 (acknowledged call setup timer); 

b)
generate SIP 200 (OK) response to the SIP INVITE request as specified in the subclause 6.3.3.2.2 before continuing with the rest of the steps;

c)
include in the SIP 200 (OK) response the warning text set to "111 group call proceeded without all required group members" in a Warning header field as specified in subclause 4.4;

d)
include in the SIP 200 (OK) response an SDP answer to the SDP offer in the incoming SIP INVITE request as specified in the subclause 6.3.3.2.1;
e)
interact with the media plane as specified in 3GPP TS 24.380 [5]; and

NOTE 5:
Resulting media plane processing is completed before the next step is performed.

f)
send a SIP 200 (OK) response to the inviting MCPTT client according to 3GPP TS 24.229 [4]; 

