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***** Begin change *****
6.3.2.2.5.2
Automatic commencement for On-Demand session

When receiving a "SIP INVITE request for terminating participating MCPTT function" for an on-demand session that requires automatic commencement mode the participating MCPTT function:

1)
if:

a)
the incoming SIP INVITE request contained a Priv-Answer-Mode header field set to the value of "Auto";
b)
no Answer-Mode header field or Priv-Answer-Mode header field were received in the incoming SIP INVITE request and the Answer-Mode Indication received in the application/poc-settings+xml MIME body received from the invited MCPTT client as defined in subclause 7.3.3 or subclause 7.3.4 is set to "auto-answer"; or
c)
the incoming SIP INVITE request contained an Answer-Mode header field set to "Auto" and the Answer-Mode Indication received in the application/poc-settings+xml MIME body received from the invited MCPTT client as defined in subclause 7.3.3 or subclause 7.3.4 is set to "auto-answer";
then:

a)
shall generate a SIP 183 (Session Progress) response to the "SIP INVITE request for terminating participating MCPTT function" as specified in subclause 6.3.2.2.4.1; and
b)
shall set the P-Answer-State header field to "Unconfirmed" in the SIP 183 (Session Progress) response;

2)
shall generate a SIP INVITE request as specified in subclause 6.3.2.2.3;

3)
shall set the Request-URI to the public user identity associated to the MCPTT ID of the MCPTT user to be invited;


4)
shall copy the contents of the P-Asserted-Identity header field of the incoming "SIP INVITE request for terminating participating MCPTT function" to the P-Asserted-Identity header field of the outgoing SIP INVITE request;

5)
if the Priv-Answer-Mode header field is present in the incoming SIP INVITE request with a value of "Auto", shall copy the contents of the Priv-Answer-Mode header field from the received "SIP INVITE request for terminating participating MCPTT function" to the outgoing SIP INVITE request. Otherwise, if the Answer-Mode header field is present in the incoming SIP INVITE request, the participating MCPTT function shall copy the contents of the Answer-Mode header field from the received "SIP INVITE request for terminating participating MCPTT function" to the outgoing SIP INVITE request;
6)
if no Answer-Mode header field or Priv-Answer-Mode header field were received in the incoming SIP INVITE request and the Answer-Mode Indication received in the application/poc-settings+xml MIME body received from the invited MCPTT client as defined in subclause 7.3.3 or subclause 7.3.4 is set to "auto-answer", shall set the Answer-Mode header field to "Auto" in the outgoing SIP INVITE request;
7)
shall include in the SIP INVITE request an SDP offer based on the SDP offer in the received "SIP INVITE request for terminating participating MCPTT function" as specified in subclause 6.3.2.2.1; and

8)
shall send the SIP INVITE request towards the MCPTT client according to 3GPP TS 24.229 [4].

Upon receiving a SIP 200 (OK) response to the above SIP INVITE request sent to the MCPTT client, the participating MCPTT function:

1)
if the SIP 183 (Session Progress) was sent unreliably, shall send the SIP 200 (OK) response immediately; and

2)
if the SIP 183 (Session Progress) was sent reliably, shall wait until the receipt of a SIP PRACK request before sending the SIP 200 (OK) response.

Upon receiving a SIP PRACK request the participating MCPTT function shall generate a SIP 200 (OK) response to the SIP PRACK request and forward the SIP 200 (OK) response, according to 3GPP TS 24.229 [4].

When the participating MCPTT function sends the SIP 200 (OK) response, the participating MCPTT function:

1)
shall generate a SIP 200 (OK) response as described in the subclause 6.3.2.2.4.2;

2)
shall include in the SIP 200 (OK) response an SDP answer based on the SDP answer in the received SIP 200 (OK) response as specified in subclause 6.3.2.2.2.1;
3)
shall interact with the media plane as specified in 3GPP TS 24.380 [5]; and

4)
shall forward the SIP 200 (OK) response according to 3GPP TS 24.229 [4].

The participating MCPTT function shall forward any other SIP response that does not contain SDP along the signalling path to the originating network according to 3GPP TS 24.229 [4].
***** Next change *****
6.3.2.2.6.2
Manual commencement for On-Demand session

When receiving a "SIP INVITE request for terminating participating MCPTT function" for an on-demand session that requires manual commencement mode the participating MCPTT function:

1)
shall generate a SIP INVITE request as specified in subclause 6.3.2.2.3;

2)
shall set the Request-URI to the public user identity associated to the MCPTT ID of the MCPTT user to be invited.

3)
if the Answer-Mode header field is present in the incoming SIP INVITE request, participating MCPTT function, shall copy the contents of the Answer-Mode header field from the received "SIP INVITE request for terminating participating MCPTT function" to the SIP INVITE request;
4)
if no Answer-Mode header field was received in the incoming SIP INVITE request and the Answer-Mode Indication received in the application/poc-settings+xml MIME body received from the invited MCPTT client as defined in subclause 7.3.3 or subclause 7.3.4 is set to "manual-answer", shall set the Answer-Mode header field to "Manual" in the outgoing SIP INVITE request.
5)
shall copy the contents of the P-Asserted-Identity header field of the incoming "SIP INVITE request for terminating participating MCPTT function" to the P-Asserted-Identity header field of the outgoing SIP INVITE request;
Editor's Note [CT1#94, C1-153766]: Privacy is FFS.
6)
shall include in the SIP INVITE request an SDP offer based on the SDP offer in the received "SIP INVITE request for terminating participating MCPTT function" as specified in subclause 6.3.2.2.1; and

7)
shall send the SIP INVITE request towards the MCPTT client according to 3GPP TS 24.229 [4].

Upon receiving a SIP 180 (Ringing) response to the above SIP INVITE request, the participating MCPTT function:

NOTE 1:
A SIP 180 (Ringing) response is received from a terminating MCPTT client in the case of a private call.

1)
shall generate a SIP 180 (Ringing) response as specified in subclause 6.3.2.2.4.1;

2)
shall include the P-Asserted-Identity header field as received in the incoming SIP 180 (Ringing) response; and
3)
shall forward the SIP 180 (Ringing) response according to 3GPP TS 24.229 [4].

Upon receiving a SIP 183 (Session Progress) response to the above SIP INVITE request, the participating MCPTT function:

NOTE 2:
A SIP 183 (Session Progress) response can be received from a terminating MCPTT client in the case of a group call.

1)
shall generate a SIP 183 (Session Progress) response as specified in subclause 6.3.2.2.4.1;

2)
shall include the P-Asserted-Identity header field as received in the incoming SIP 183 (Session Progress) response;

3)
shall include the P-Answer-State header field if received in the incoming SIP 183 (Session Progress) request; and
4)
shall forward the SIP 183 (Session Progress) response according to 3GPP TS 24.229 [4].

Upon receiving a SIP 200 (OK) response to the SIP INVITE request sent to the MCPTT client, the participating MCPTT function:

When the participating MCPTT function sends the SIP 200 (OK) response the participating MCPTT function:

1)
shall generate a SIP 200 (OK) response as described in the subclause 6.3.2.2.4.2;

2)
shall include in the SIP 200 (OK) response an SDP answer based on the SDP answer in the received SIP 200 (OK) response as specified in subclause 6.3.2.2.2.1;
3)
shall interact with the media plane as specified in 3GPP TS 24.380 [5]; and

4)
shall forward the SIP 200 (OK) response according to 3GPP TS 24.229 [4].

The participating MCPTT function shall forward any other SIP response that does not contain SDP along the signalling path to the originating network according to 3GPP TS 24.229 [4].

***** Next change *****
11.1.1.3.2
Terminating procedures

NOTE:
This subclause covers both on demand session and pre-established session.

Upon receipt of a "SIP INVITE request for terminating participating MCPTT function", the participating MCPTT function:
1)
if unable to process the request due to a lack of resources or a risk of congestion exists, may reject the "SIP INVITE request for terminating participating MCPTT function" with a SIP 500 (Server Internal Error) response. The participating MCPTT function may include a Retry-After header field to the SIP 500 (Server Internal Error) response as specified in IETF RFC 3261 [24], and shall not continue with the rest of the steps;

2)
shall check the presence of the isfocus media feature tag in the URI of the Contact header field and if it is not present then the participating MCPTT function shall reject the request with a SIP 403 (Forbidden) response with the warning text set to "104 isfocus not assigned" in a Warning header field as specified in subclause 4.4, and shall not continue with the rest of the steps;


Editor's Note [CT1#94, C1-153766]: If privacy is included in the request, policy may exist on the participating MCPTT function to reject the request if anonymity is disallowed. This is FFS.

Editor's Note [CT1#94, C1-153766]: It is still to be determined if priority is to be specified for MCPTT. If so, then the priority would be a factor for the participating MCPTT function when considering Resource-Priority in the case of possible congestion.
3)
if the Answer-Mode Indication in the application/poc-settings+xml MIME body has not yet been received from the invited MCPTT client as defined in subclause 7.3.3 or subclause 7.3.4, shall reject the request with a SIP 480 (Temporarily Unavailable) response with the warning text set to "xxx T-PF unable to determine the service settings for the called user" in a Warning header field as specified in subclause 4.4 and shall not continue with the rest of the steps;
4)
shall use the MCPTT ID present in the <mcptt-request-uri> element of the "application/vnd.3gpp.mcptt-info" MIME body of the incoming SIP INVITE request to retrieve the binding between the MCPTT ID and public user identity;

5)
if the binding between the MCPTT ID and public user identity does not exist, then the participating MCPTT function shall reject the SIP INVITE request with a SIP 404 (Not Found) response. Otherwise, continue with the rest of the steps;
6)
when the called user identified by the MCPTT ID is unableto participate in private calls as identified in the called user's MCPTT user profile document on the terminating participating MCPTT function, shall reject the "SIP INVITE request for terminating participating MCPTT function" with a SIP 403 (Forbidden) response including warning text set to "127 user not authorised to be called in private call" in a Warning header field as specified in subclause 4.4;
7)
shall perform the automatic commencement procedures specified in subclause 6.3.2.2.5.1 and according to IETF RFC 5373 [18] if the following conditions are met:
a)
"SIP INVITE request for terminating participating MCPTT function" contains an Answer-Mode header field with the value "Auto"; or

b)
"SIP INVITE request for terminating participating MCPTT function" does not contain an Answer-Mode header field and the default policy for answering the call at the invited MCPTT client is to use automatic commencement mode; or

c)
"SIP INVITE request for terminating participating MCPTT function" contains a Priv-Answer-Mode header field with the value "Auto";and

8)
shall perform the manual commencement procedures specified in subclause 6.3.2.2.6.1 and according to IETF RFC 5373 [18] if the following conditions are met:
a)
"SIP INVITE request for terminating participating MCPTT function" contains an Answer-Mode header field with the value "Manual"; or

b)
"SIP INVITE request for terminating participating MCPTT function" does not contain an Answer-Mode header field and the default policy for answering the call at the invited MCPTT client is to use manual commencement mode.
***** End changes *****
