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1. Introduction
The agreed clause 405.6 in TR 24.883 for GMS interface profiling needs to be moved to a normative specification.

2. Reason for Change
The GMS profiling from 3GPP TR 24.883 is added to a normative annex.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 29.379-101.
* * * First Change * * * *
Annex x (normative):
GMS profile
A.1
General

To support the IWF-3 interface as defined in 3GPP TS 23.283 [28], the IWF acts as a GMS server. Clause A.2 profiles the clauses in 3GPP TS 24.481 [16] that the IWF shall support.
A.2
Group management server
To be compliant with the procedures in the present document, an IWF:

-
shall support the role of XCAP server as specified in IETF RFC 4825 [88];

-
shall support the role of Group XDMS as specified in OMA OMA-TS-XDM_Group-V1_1_1 [87];

-
shall support the procedure in 3GPP TS 24.481 [16], subclause 6.2.5, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [16], subclause 6.3.3.3, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [16], subclause 6.3.8.3, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [16], subclause 6.3.11.3, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [16], subclause 6.3.13.2.3, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [31], subclause 6.3.13.3.2.4, with the IWF acting as the GMS, with the clarification: the IWF need not interwork the received information in 3GPP TS 24.481 [31], subclause 6.3.13.2.2;

-
shall support the procedure in 3GPP TS 24.481 [31], subclause 6.3.13.3.3, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [31], subclause 6.3.14.3, with the IWF acting as the GMS;

-
shall support the procedure in 3GPP TS 24.481 [31], subclause 6.3.15.3, with the IWF acting as the GMS; and

-
shall support the procedure in 3GPP TS 24.481 [31], subclause 6.3.16.3, with the IWF acting as the GMS.
