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*** 1st Change ***

4.4.6
Procedures for PFD Management

The procedures for PFD management as described in subclause 4.4.10 of 3GPP TS 29.122 [4] shall be applicable for 5GS with the following differences:

-
description of the SCS/AS applies to the AF;

-
description of the SCEF applies to the NEF; and

-
the NEF (PFDF) shall interact with the UDR for PFD management by using Nudr_DataRepository service as defined in 3GPP TS 29.504 [20]. The PFDF is functionality within the NEF.

-
If the PFDs are not provisioned to all of the subscribed SMFs (but at least one) within the allowed delay (i.e. the PFDs are not provisioned to the UPFs served by the failed SMFs), the NEF (PFDF) may notify the AF about the failed PFD provisioning with the HTTP POST message using the failure code "PARTIAL_FAILURE" as defined in Table 5.11.2.2.3-1 of 3GPP TS 29.122 [4]. If the PFDs are provisioned to none of the subscribed SMFs within the allowed delay, the NEF (PFDF) shall notify the AF about the failed PFD provisioning with the HTTP POST message using appropriate failure code as defined in Table 5.11.2.2.3-1 of 3GPP TS 29.122 [4]. 
*** 1st Change ***

5.3
Reused APIs

This subclause describes the northbound APIs which are applicable for both EPS and 5GS. 

Table 5.3.1-1: Reused APIs applicable for both EPS and 5GS

	API Name
	Differences

	ResourceManagementOfBdt
	· The "LocBdt_5G" feature as described in subclause 5.4.4 of 3GPP TS 29.122 [4] may only be supported in 5G.
· The "Group_Id" feature as described in subclause 5.4.4 of 3GPP TS 29.122 [4] may be supported in 5G.
· The "WarningNotification_5G" feature as described in subclause 5.4.4 of 3GPP TS 29.122 [4] may only be supported in 5G.

	PfdManagement
	The "FailureLocation_5G" feature as described in subclause 5.11.4 of 3GPP TS 29.122 [4] may only be supported in 5G.

	MonitoringEvent
	The "Number_of_UEs_in_an_area_notification_5G" feature as described in subclause 5.3.4 of 3GPP TS 29.122 [4] may only be supported in 5G.

	DeviceTriggering
	

	CpProvisioning
	The "ExpectedUMT_5G" feature as described in subclause 5.10.4 of 3GPP TS 29.122 [4] may only be supported in 5G.

	ChargeableParty
	· The "EthChgParty_5G" feature as described in subclause 5.5.4 of 3GPP TS 29.122 [4] may only be supported in 5G.
· The events (i.e. LOSS_OF_BEARER, RECOVERY_OF_BEARER and RELEASE_OF_BEARER) do not apply for 5G.

	AsSessionWithQoS
	· The "EthAsSessionQoS_5G" feature as described in subclause 5.14.4 of 3GPP TS 29.122 [4] may only be supported in 5G.
· The events (i.e. LOSS_OF_BEARER, RECOVERY_OF_BEARER and RELEASE_OF_BEARER) do not apply for 5G.

	MsisdnLessMoSms
	

	NpConfiguration
	The "NpExpiry_5G” feature as described in subclause 5.13.4 of 3GPP TS 29.122 [4] may only be supported in 5G.

	NIDD
	


*** End of Changes ***

