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1	Overall description
TS 23.503 v16.4.1 specifies for the Access Type change event that:
If an AF requests the PCF to report on the change of Access Type, the PCF shall provide the corresponding Policy Control Request Trigger to the SMF to enable the report of the Change in Access Type to the PCF. The PCF shall, upon reception of information about the Access Type the user is currently using and upon indication of change of Access Type, notify the AF on changes of the Access Type and forward the information received from the SMF to the AF. The change of the RAT Type shall also be reported to the AF, even if the Access Type is unchanged. For MA PDU Session the Access Type information may include two Access Type information that the user is currently using.

To ensure CT3 is properly capturing the requirement above, CT3 would like to ask SA2 following questions:
Q1:	Is it required that additional information about how all or subset of the traffics are steered on the available access(s) is provided together with the access type(s)? 
Q2:	If the reply to Q1 is yes, which kind of information should be reported? (E.g., an indication of whether only one of the accesses is applied for the requested SDF, or information about the steering method.) 
Q3:	What’s the foreseen applicability of the received event report by the receiver application?

2	Actions
To SA2 
ACTION: 	CT3 kindly asks SA2 to answer above questions and update their specification if necessary.

3	Dates of next TSG CT WG 3 meetings
3GPP TSG CT3#110e	02nd – 11th June 2020	E-Meeting
3GPP TSG CT3#111	24th – 29th August 2020	US, US
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