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1. Introduction
None.
2. Reason for Change
The clause for Network Functions is missed in current specification.
3. Conclusions
Add the clause for Network Functions.
4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.535 v0.2.0.
* * * 1st Change * * * *
[bookmark: _Toc510696583][bookmark: _Toc35971375][bookmark: _Toc36812106][bookmark: _Toc62830960][bookmark: _Toc497209567][bookmark: _Toc62830965]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AAnF	AKMA Anchor Function 
AF	Application Function
AKMA	Authentication and Key Management for Applications
A-KID	AKMA Key IDentifier
AUSF	AUthentication Server Function
NEF	Network Exposure Function


* * * Next Change * * * *
[bookmark: _Toc34228180][bookmark: _Toc36041583][bookmark: _Toc36041739][bookmark: _Toc44680176][bookmark: _Toc45134773][bookmark: _Toc49583658][bookmark: _Toc51764095][bookmark: _Toc58838770][bookmark: _Toc59020085][bookmark: _Toc59020172]4.2.1.x	Network Functions
[bookmark: _Toc11227396][bookmark: _Toc18481025][bookmark: _Toc34228181][bookmark: _Toc36041584][bookmark: _Toc36041740][bookmark: _Toc44680177][bookmark: _Toc45134774][bookmark: _Toc49583659][bookmark: _Toc51764096][bookmark: _Toc58838771][bookmark: _Toc59020086][bookmark: _Toc59020173]4.2.1.x.1	AKMA Anchor Function (AAnF)
The AKMA Anchor Function (AAnF) is a functional element that stores the AKMA Anchor Key (KAKMA), A-KID for AKMA service, which is received from the AUSF after the UE completes a successful 5G primary authentication. The AAnF also generates the key material to be used between the UE and the Application Function (AF) and maintains the UE AKMA context as defined in 3GPP TS 33.535 [14].
[bookmark: _Toc34228182][bookmark: _Toc36041585][bookmark: _Toc36041741][bookmark: _Toc44680178][bookmark: _Toc45134775][bookmark: _Toc49583660][bookmark: _Toc51764097][bookmark: _Toc58838772][bookmark: _Toc59020087][bookmark: _Toc59020174]4.2.1.x.2	NF Service Consumers
The known NF service consumers are as follows:
The AUthentication Server Function (AUSF):
-	provides the AKMA key material of the UE to the AAnF.
The Network Exposure Function (NEF):
-	enables and authorizes the external AF accessing AKMA service and forwards the request towards the AAnF;
-	performs the AAnF selection.
The Application Function (AF):
-	requests for AKMA Application Key from the AAnF;
-	shall be authenticated and authorized by the operator network before receiving the KAF from the AAnF;
-	performs the AAnF selection if the AF located inside the operator's network.

* * * End of Changes * * * *
