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1. Introduction
This pCR proposes updates to Eees_EASRegistration API.
2. Reason for Change
> Correct EAS Provider identifier description in EAS Profile - As per correction in 8.2.4 of TS 23.558
> Minor correction to PUT method
> Update to EAS Service continuity support including the ACRScenarios.
> EAS profile is updates as per S6-211647
> Resolve the EN (Editor’s Note: The definition of topological service area in svcArea attribute is FFS and needs alignment with stage 2) in 8.1.5.2.3. Service area updated to use new data type defined, to allow just list of PLMN IDs. 
> Resolve EN (Whether PATCH method will be used to partially update the EAS registration information is FFS). New PATCH method defined for partial update of registration.
3. Conclusions

4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.558 v0.4.0.


* * * First Change * * * *
[bookmark: _Toc73294317]5.2.2.3.2	EAS updating registration information using Eees_EASRegistration_Update operation
To update the EAS registration information at the EES, the EAS shall send a HTTP PUT or PATCH message to the Edge Enabler Server on resource URI identifying the Individual EAS registration resource representation, as specified in clause 8.1.2.3.3.2 for HTTP PUT message and in clause 8.1.2.3.3.x for HTTP PATCH message., requesting to
The HTTP PUT message shall replace all properties in the existing resource with the EAS registration information in the request. The body of the HTTP PUT message shall include the EAS profile information, may include proposed expiration time to update the registration. This request shall not replace the easId property of the existing resource.
The HTTP PATCH message includes parameters (EAS Profile, expiry time) that need to be replaced in the existing Individual EAS registration resource.  This request shall not replace the easId property of the existing resource.
Upon receiving the HTTP PUT or PATCH message from the EAS, the EES shall:
1. check the registration update message from the EAS to see if the EAS is authorized to modify the requested registration resource;
2. if the EAS is authorized to update the registration information and the easId information in the request and the resource match, then the EES shall;
a. update the resource identified by Resource URI of the EAS registration information with the updated EAS registration information received in the HTTP PUT or PATCH request message; 
b. return the updated EAS registration information in the response. In the response message, the EES may provide an updated expiration time to indicate to the EAS when the updated registration will automatically expire.
If the expiration time is provided, then to maintain the registration, the EAS shall send a registration update prior to registration expiry time. If the registration update request is not sent before the expiry time, then the EES shall treat EAS as deregistered and remove the corresponding EAS registration resource.

* * * Next Change * * * *
[bookmark: _Toc73294437]8.1.2.1	Overview


Figure 8.1.2.1-1: Resource URI structure of the Eees_EASRegistration API
Table 8.1.2.1-1 provides an overview of the resources and applicable HTTP methods.
Table 8.1.2.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	EAS Registrations
	/registrations
	POST
	Registers a new EAS at the Edge Enabler Server.

	Individual EAS Registration
	/registrations/{registrationId}
	GET
	Fetch an individual EAS registration resource.

	
	
	PUT
	Update Fully replace an individual EAS registration resource.

	
	
	DELETE
	Remove an individual EAS registration resource.

	
	
	PATCH
	Partially update an individual EAS registration resource.



Editor’s Note: It is FFS, to obtain the EAS registration information from the "EAS Registrations" collection resource. 
Editor’s Note: Whether PATCH method will be used to partially update the EAS registration information is FFS. 
Editor’s Note: Inclusion of the EAS identifier in the resource URI structure is FFS.
* * * Next Change * * * *
[bookmark: _Toc73294449]8.1.2.3.3.2	PUT
[bookmark: _GoBack]This method updates the EAS registration information at Edge Enabler Server by completely replacing the existing registration data (except the value of "suppFeat" attribute within the EASRegistration data type, and the value of "easregistrationId" attribute within the EASProfile data type). This method shall support the URI query parameters specified in the table 8.1.2.3.3.2-1.
Table 8.1.2.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 8.1.2.3.3.2-2 and the response data structures and response codes specified in table 8.1.2.3.3.2-3.
Table 8.1.2.3.3.2-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	EASRegistration
	M
	1
	Details of the EAS registration information to be updated



Table 8.1.2.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EASRegistration
	M
	1
	200 OK
	The EAS registration information updated successfully and the updated EAS registration information is returned in the response.

	NOTE:	The manadatory HTTP error status code for the PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [6] also apply.


Editor’s Note: It is FFS, if 204 No Content response message is applicable.
Table 8.1.2.3.3.2-4: Headers supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Table 8.1.2.3.3.2-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Table 8.1.2.3.3.2-6: Links supported by the 200 Response Code on this endpoint
	Name
	Resource name
	HTTP method or custom operation
	Link parameter(s)
	Description

	n/a
	
	
	
	



* * * Next Change * * * *
8.1.2.3.3.x	PATCH
This method partially updates the EAS registration information (except the easId) at Edge Enabler Server. This method shall support the URI query parameters specified in the table 8.1.2.3.3.x-1.
Table 8.1.2.3.3.x-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 8.1.2.3.3.x-2 and the response data structures and response codes specified in table 8.1.2.3.3.x-3.
Table 8.1.2.3.3.x-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	EASRegistrationPatch
	M
	1
	Details of the EAS registration information to be updated



Table 8.1.2.3.3.x-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EASRegistration
	M
	1
	200 OK
	The Individual EAS registration information was updated successfully and the updated EAS registration information is returned in the response.

	n/a
	
	
	204 No Content
	The Individual EAS registration information was updated successfully.

	NOTE:	The mandatory HTTP error status code for the PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [6] also apply.



Table 8.1.2.3.3.x-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Table 8.1.2.3.3.x -5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Table 8.1.2.3.3.x -6: Links supported by the 200 Response Code on this endpoint
	Name
	Resource name
	HTTP method or custom operation
	Link parameter(s)
	Description

	n/a
	
	
	
	



* * * Next Change * * * *
[bookmark: _Toc73294455]8.1.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API
Table 8.1.5.1-1 specifies the data types defined specifically for the Eees_EASRegistration API service.
Table 8.1.5.1-1: Eees_EASRegistration API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	EASRegistration
	8.1.5.2.2
	The EAS registration information on EES.
	

	EASProfile
	8.1.5.2.3
	The profile information related to the EAS in the EASRegistration data type.
	

	EASServiceKPI
	8.1.5.2.4
	Service characteristics provided by EAS, captured in EAS profile information. 
	

	EndPoint
	8.1.5.2.5
	The end point information of the Edge Application Server in the EAS profile.
	

	EASRegistrationPatch
	8.1.5.2.x
	To partially update the EAS Registration information.
	



Table 8.1.5.1-2 specifies data types re-used by the Eees_EASRegistration API service. 
Table 8.1.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of optional features defined in table 8.1.7-1.
	

	DateTime
	3GPP TS 29.122 [6]
	Used to capture the expiration time of EAS registration.
	

	ScheduledCommunicationTime
	3GPP TS 29.122 [6]
	Used to define the schedule of EAS availability. 
	

	RouteToLocation
	3GPP TS 29.571 [8]
	Used to define the DNAIs associated with EAS and the corresponding N6 routing information for each EAS DNAI.
	

	DurationSec
	3GPP TS 29.122 [6]
	Duration in seconds, used to define the availability reporting period for EES to check EAS availability. 
	

	LocationArea5G
	3GPP TS 29.122 [6]
	Used to defined the geographic and topological area served by EAS.
	

	BitRate
	3GPP TS 29.571 [8]
	Used to express the connection bandwidth of EAS service KPI.
	

	Fqdn
	3GPP TS 29.510 [9]
	Used to express the Fully Qualified Domain Name of the Edge Application server.
	

	Ipv4Addr
	3GPP TS 29.122 [6]
	Identifying the IPv4 address of the Edge Application Server.
	

	Ipv6Addr
	3GPP TS 29.122 [6]
	Identifying the IPv6 address of the Edge Application Server.
	

	ServiceArea
	Clause 9.1.5.2.x
	Represents the topological and geographical service area information of the EAS.
	




* * * Next Change * * * *
[bookmark: _Toc73294459]8.1.5.2.3	Type: EASProfile
Table 8.1.5.2.3-1: Definition of type EASProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	The identifier of the EAS
	

	endPt
	EndPoint
	M
	1
	Endpoint information (URI, FQDN, IP address) used to communicate with the EAS. This information maybe discovered by EEC and exposed to ACs so that ACs can establish contact with the EAS.
	

	acIds
	array(string)
	O
	1..N
	Identities of the Application Clients that can be served by the EAS
	

	provId
	string
	O
	0..1
	Identifier of the ASP that provides the EAS. provider
	

	type
	string
	O
	0..1
	The category or type of EAS.
	

	scheds
	array(ScheduledCommunicationTime)
	O
	1..N
	The availability schedule of the EAS.
	

	svcArea
	LocationArea5GServiceArea
	O
	0..1
	The list of geographical and topological areas that the EAS serves. ACs in the UE that are outside the area shall not be served.
	

	svcKpi
	EASServiceKPI
	O
	0..1
	Service characteristics provided by the EAS. 
	

	permLvl
	array(string)
	O
	1..N
	Level of service permissions supported by the EAS. 
	

	easFeats
	array(string)
	O
	1..N
	Service features supported by the EAS.
	

	svcContSupp
	array(ACRScenario)boolean
	O
	0..1..N
	Set to TRUE if the EAS supports service continuity and set to FALSE if the EAS does not support service continuity. Default value is FALSE if omitted The ACR scenarios supported by the EAS for service continuity. If this attribute is not present, then the EAS does not support service continuity.
	

	appLocs
	array(RouteToLocation)
	O
	1..N
	List of DNAI(s) and the corresponding N6 traffic routing information/routing profile ID, associated with the EAS.

It is a subset of the DNAI(s) associated with the EDN where the EAS resides.
	

	avlRep
	DurationSec
	O
	0..1
	The period indicating to the EES, how often the EES needs to check the EAS's availability after a successful registration.
	

	status
	string
	O
	0..1
	EAS status (e.g. Enabled, Disabled etc.)
	



Editor’s Note: The definition of topological service area in svcArea attribute is FFS and needs alignment with stage 2. 
Editor’s Note: The data type definitions for the attributes, type, permLvl, easFeats, status are FFS.
Editor’s Note: The inclusion of service APIs information in the EAS profile and its usage is FFS.
* * * Next Change * * * *
8.1.5.2.x	Type: EASRegistrationPatch
Table 8.1.5.2.x-1: Definition of type EASRegistrationPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easProf
	EASProfile
	O
	0..1
	The profile information of the EAS. 
	

	expTime
	DateTime
	O
	0..1
	Identifies the expiration time for the EAS registration. If the expiration time is not present, then it indicates that the registration of EAS never expires.
	



* * * End of Changes * * * *
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