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1. Introduction
N/A.
2. Reason for Change
The description of Nadrf_DataManagement service is not complete in Table 4.1-1. The HTTP status code is not correct in Figure 4.2.2.3.2-1 and text. The extra slash in resource URI needs to be removed.
3. Conclusions
Correct the description of Nadrf_DataManagement service in Table 4.1-1 and the HTTP status code is in Figure 4.2.2.3.2-1 and text. Remove the extra slash in the resource URI.
4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.575 v0.3.0.

* * * First Change * * * *
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The Analytics Data Repository Service is used for the Analytics Data Repository Function (ADRF) to storage and retrieval of data by e.g. Consumers NF(s) (e.g. NWDAF) which access the data using Nadrf service. The ADRF offers to other NFs the following service:
-	Nadrf_DataManagement.
Table 4.1-1: Service provided by ADRF
	Service Name
	Description
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nadrf_DataManagement 
	This service enables the NF service consumers to request the ADRF to store data and analyticsstore, retrieve and remove the data or analytics in an ADRF.
	StorageRequest
	Request / Response
	DCCF, NWDAF

	
	
	StorageSubscriptionRequest
	Request / Response
	DCCF, NWDAF

	
	
	StorageSubscriptionRemoval
	Request / Response
	DCCF, NWDAF

	
	
	RetrievalRequest
	Request / Response
	DCCF, NWDAF

	
	
	RetrievalSubscribe
	Subscribe / Notify
	DCCF, NWDAF

	
	
	RetrievalUnsubscribe
	Subscribe / Notify
	DCCF, NWDAF

	
	
	RetrievalNotify
	Subscribe / Notify
	DCCF, NWDAF

	
	
	Delete
	Request / Response
	DCCF, NWDAF

	NOTE:	The services correspond to the Nadrf_DataManagement service as defined in 3GPP TS 23.288 [14].



Table 4.1-2 summarizes the corresponding APIs defined for this specification.
Table 4.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Nadrf_DataManagement
	4.2
	API for Nadrf_DataManagement
	
	nadrf_datamanagement
	Annex A.2 Nadrf_DataManagement API



* * * Next Change * * * *
4.2.2.3.2	Requesting subscription and store of data or analytics
Figure 4.2.2.3.2-1 shows a scenario where the NF service consumer sends a request to the ADRF to subscribe for data or analytics to be stored in the ADRF.


Figure 4.2.2.3.2-1: NF service consumer requesting that the ADRF subscribes to and subsequently stores data or analytics
The NF service consumer shall invoke the Nadrf_DataManagement_StorageSubscriptionRequest service operation to request the ADRF to subscribe to data or analytics. The NF service consumer shall send an HTTP POST request with "{apiRoot}/nadrf-datamanagement/v1/request-storage-sub" as URI, as shown in figure 4.2.2.3.2-1, step 1. The NadrfDataStoreSubscription data structure provided in the request body shall include: 
-	one of the following subscription attributes:
-	analytics subscription information within the "anaSub" attribute;
-	access and mobility function event exposure subscription within the "amfDataSub" attribute;
-	session management function event exposure subscription within the "smfDataSub" attribute;
-	unified data management event exposure subscription within the "udmDataSub" attribute; 
-	network exposure function event exposure subscription within the "nefDataSub" attribute;
-	application function event exposure subscription within the "afDataSub" attribute;
-	one of the following target identifiers:
-	DCCF or NWDAF instance identifier within the "targetNfId" attribute;
-	DCCF or NWDAF NF set identifier within the "targetNfSetId" attribute;
and may include:
-	formatting instructions within the "formatInstruct" attribute;
-	processing instructions within the "procInstruct" attribute.
Upon the reception of an HTTP POST request with "{apiRoot}/nadrf-datamanagement/v1/request-storage-sub" as URI and NadrfDataStoreSubscription data structure as request body, the ADRF shall assign a transaction reference identifier to this request and, if the request is successfully processed and accepted, the ADRF shall respond with "200 Ok" as shown in figure 4.2.2.3.2-1 step 2, with the message body containing an NadrfDataStoreSubscriptionRef data structure, which shall include the assigned transaction reference identifier as "transRefId" attribute.
If an error occurs when processing the HTTP POST request, the ADRF shall send an HTTP error response as specified in subclause 5.1.7.
In the case of a successful response, the ADRF shall subsequently create a data or analytics subscription (according to inputs that had been received in the NadrfDataStoreSubscription data structure) with a DCCF as described in 3GPP TS 29.574 [23] or with an NWDAF as described in 3GPP TS 29.520 [15], and create a mapping between this subscription and the previously assigned and returned transaction reference identifier.
* * * Next Change * * * *
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This clause specifies the API Name and Version.
The <Service 1> shall use the <Service 1> API.
The API URI of the <Service 1> API shall be:
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "<service 1 API name>".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 5.3.
* * * End of Changes * * * *
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