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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc24868393][bookmark: _Toc34153883][bookmark: _Toc36040827][bookmark: _Toc36041140][bookmark: _Toc43196413][bookmark: _Toc43481183][bookmark: _Toc45134460][bookmark: _Toc51188992][bookmark: _Toc51763668][bookmark: _Toc57205900][bookmark: _Toc59019241][bookmark: _Toc68169914][bookmark: _Toc83233955][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GS	5G System
AEF	API Exposing Function
API	Application Programming Interface
JSON	JavaScript Object Notation
NDS	Network Domain Security
NDS/IP	NDS for IP based protocols
PLMN	Public Land Mobile Network
QoS	Quality of Service
REST	Representational State Transfer
SCEF	Service Capability Exposure Function
SCS	Service Capability Server
SEAL	Service Enabler Architecture Layer for Verticals
TMGI	Temporary Mobile Group Identity
UE	User Equipment
VAL	Vertical Application Layer
*** 2nd Change ***
[bookmark: _Toc24868396][bookmark: _Toc34153886][bookmark: _Toc36040830][bookmark: _Toc36041143][bookmark: _Toc43196416][bookmark: _Toc43481186][bookmark: _Toc45134463][bookmark: _Toc51188995][bookmark: _Toc51763671][bookmark: _Toc57205903][bookmark: _Toc59019244][bookmark: _Toc68169917][bookmark: _Toc83233958][bookmark: _Toc24868456][bookmark: _Toc34153949][bookmark: _Toc36040893][bookmark: _Toc36041206][bookmark: _Toc43196471][bookmark: _Toc43481241][bookmark: _Toc45134518][bookmark: _Toc51189050][bookmark: _Toc51763726][bookmark: _Toc57205958][bookmark: _Toc59019299][bookmark: _Toc68169972][bookmark: _Toc83234013]5.1	Introduction of SEAL services
The table 5.1-1 lists the SEAL server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 5.1-1: List of SEAL Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	SS_LocationReporting
	Create_Trigger_Location_Reporting
	Request/ Response
	VAL server

	
	Fetch_Location_Report_Trigger
	Request/Response
	VAL server

	
	Update_Trigger_Location_Reporting
	Request/ Response
	VAL server

	
	Cancel_Trigger_Location_Reporting
	Request/ Response
	VAL server

	SS_LocationInfoEvent
	Subscribe_Location_Info
	Subscribe/Notify
	VAL server

	
	Notify_Location_Info
	
	VAL server

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	Request/ Response
	VAL server

	SS_GroupManagement
	Query_Group_Info
	Request/ Response
	VAL server

	
	Update_Group_Info
	Request/ Response
	VAL server

	
	Create_Group
	Request/ Response
	VAL server

	
	Delete_Group
	Request/Response
	VAL server

	SS_GroupManagementEvent
	Subscribe_Group_Info_Modification
	Subscribe/Notify
	VAL server

	
	Notify_Group_Info_Modification
	
	VAL server

	
	Notify_Group_Creation
	
	VAL server

	SS_UserProfileRetrieval
	Obtain_User_Profile
	Request/ Response
	VAL server

	SS_UserProfileEvent
	Subscribe_User_Profile_Update
	Subscribe/Notify
	VAL server

	
	Notify_User_Profile_Update
	
	VAL server

	SS_NetworkResourceAdaptation
	Reserve_Network_Resource
	Request/Response
	VAL server

	
	Request_Unicast_Resource
	Request/Response
	VAL server

	
	Update_Unicast_Resource
	Request/Response
	VAL server

	
	Request_Multicast_Resource
	Request/Response
	VAL server

	
	Notify_UP_Delivery_Mode
	Subscribe/Notify
	VAL server

	
	Subscribe_Unicast_QoS_Monitoring
	Subscribe/Notify
	VAL server

	
	Notify_Unicast_QoS_Monitoring
	
	VAL server

	
	Unsubscribe_Unicast_QoS_Monitoring
	
	VAL server

	
	Obtain_Unicast_QoS_Monitoring_Data
	Request/Response
	VAL server

	SS_Events
	Subscribe_Event
	Subscribe/Notify
	VAL server

	
	Notify_Event
	
	VAL server

	
	Unsubscribe_Event
	
	VAL server

	SS_KeyInfoRetrieval
	Obtain_Key_Info
	Request/Response
	VAL server

	NOTE:	The service operations of SS_Events API are reused by the SS_LocationInfoEvent, SS_GroupManagementEvent and SS_UserProfileEvent for events related services.



Table 5.1-2 summarizes the corresponding APIs defined in this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	SS_LocationReporting
	7.1
	Report Location Information Service.
	TS29549_SS_LocationReporting.yaml
	ss-lr
	A.2

	SS_GroupManagement
	7.2
	Group Management Service
	TS29549_SS_GroupManagement.yaml
	ss-gm
	A.3

	SS_UserProfileRetrieval
	7.3
	User Profile Retrieval Service
	TS29549_SS_UserProfileRetrieval.yaml
	ss-upr
	A.4

	SS_Network_Resource_Adaptation
	7.4
	Network Resource Adaptation Service
	TS29549_SS_NetworkResourceAdaptation.yaml
	ss-nra
	A.5

	SS_Events
	7.5
	Events Notify Service
	TS29549_SS_Events.yaml
	ss-events
	A.6

	SS_KeyInfoRetrieval
	7.6
	Key Information Retrieval Service
	TS29549_SS_KeyInfoRetrieval.yaml
	ss-kir
	A.7



*** 3rd Change ***
5.5.1.2.1	Introduction
The service operation defined for SS_NetworkResourceAdaptation API is shown in the table 5.5.1.2.1-1.
Table 5.5.1.2.1-1: Operations of the SS_NetworkResourceAdaptation API
	Service operation name
	Description
	Initiated by

	Reserve_Network_Resource
	Requesting for network resource adaptation
	VAL server

	Request_Unicast_Resource
	Requesting unicast resource
	VAL server

	Update_Unicast_Resource
	Updating unicast resource
	VAL server

	Request_Multicast_Resource
	Requesting multicast resource
	VAL server

	Notify_UP_Delivery_Mode
	Notifying the user plane delivery mode
	NRM server

	Subscribe_Unicast_QoS_Monitoring
	Subscribing to QoS monitoring of a unicast resource.
	VAL server

	Notify_Unicast_QoS_Monitoring
	Notification of latest QoS data of a monitored unicast resource.
	VAL server

	Unsubscribe_Unicast_QoS_Monitoring
	Unsubscribing from QoS monitoring of a unicast resource.
	VAL server

	Obtain_Unicast_QoS_Monitoring_Data
	Request QoS monitoring data of a unicast resource
	VAL server



*** End of Changes ***

