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1. Introduction

2. Reason for Change
[bookmark: _Hlk83722960]The Nadrf_DataManagement service notifications need to be provided.
3. Conclusions

4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.575 v0.2.0.

*** First Change ***
[bookmark: _Toc72766464][bookmark: _Toc72767031][bookmark: _Toc73042483][bookmark: _Toc81242827]5.1.5	Notifications
[bookmark: _Toc72766465][bookmark: _Toc72767032][bookmark: _Toc73042484][bookmark: _Toc81242828]5.1.5.1	General
This clause will specify the use of notifications and corresponding protocol details if required for the specific service. When notifications are supported by the API, it will include a reference to the general description of notifications support over the 5G SBIs specified in TS 29.500 / TS 29.501.
Notifications shall comply to clause 6.2 of 3GPP TS 29.500 [4] and clause 4.6.2.3 of 3GPP TS 29.501 [5].
Table 5.1.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	Retrieval Notification<notification 1>
e.g. Status Change Notification

	{notificationURI}< Callback URI >
e.g. {StatusCallbackUri}
	
e.g POST
	
Report data or analytics from ADRF.e.g. Notify Event 

	
	
	
	



[bookmark: _Toc72766466][bookmark: _Toc72767033][bookmark: _Toc73042485][bookmark: _Toc81242829]5.1.5.2	Retrieval Notification<notification 1>
[bookmark: _Toc72766467][bookmark: _Toc72767034][bookmark: _Toc73042486][bookmark: _Toc81242830]5.1.5.2.1	Description
The Event Retrieval Notification is used by the NF service producer to report one or several observed data retrieval eEvents to an NF service consumer that has subscribed to such nNotifications.
[bookmark: _Toc72766468][bookmark: _Toc72767035][bookmark: _Toc73042487][bookmark: _Toc81242831]5.1.5.2.2	Target URI
The Callback URI "{notificationUri}" shall be used with the callback URI variables defined in table 5.1.5.2.2-1.
Table 5.1.5.2.2-1: Callback URI variables
	Name
	Definition

	notificationUri
	String formatted as URI with the Callback Uri



[bookmark: _Toc72766469][bookmark: _Toc72767036][bookmark: _Toc73042488][bookmark: _Toc81242832]5.1.5.2.3	Standard Methods
[bookmark: _Toc72766470][bookmark: _Toc72767037][bookmark: _Toc73042489][bookmark: _Toc81242833]5.1.5.2.3.1	POST
This method shall support the request data structures specified in table 5.1.5.2.3.1-1 and the response data structures and response codes specified in table 5.1.5.2.3.1-1.
Table 5.1.5.2.3.1-12: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	array(NadrfDataRetrievalSubscriptionNotification)"<type>" or "array(<type>)" or "map(<type>)"
	M"M", "C" or "O"
	1..N"0..1", "1", or "M..N", or <leave empty>
	Provides information about observed data or analytics.<only if applicable>



Table 5.1.5.2.3.1-2:3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a"<type>" or "array(<type>)" or "map(<type>)"
	"M", "C" or "O"
	"0..1", "1" or "M..N", or <leave empty>
	204 No Content<list applicable codes with name from the applicable RFCs>
	The receipt of the Notification is acknowledged.<Meaning of the success case>
or
<Meaning of the error case with additional statement regarding error handling>

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during the retrieval notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.


	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during the retrieval notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.


	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.1.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.



Table 5.1.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.



[bookmark: _Toc72766471][bookmark: _Toc72767038][bookmark: _Toc73042490][bookmark: _Toc81242834]5.1.5.3	<notification 2>
And so on if there are more than one notifications supported by the service. Same structure as in clause 5.1.5.2.
*** End of Changes ***

