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*** First Change ***
[bookmark: _Toc73173208][bookmark: _Toc96959776][bookmark: _Toc97191183]4.2.1.2	Service Architecture
The 5G System Architecture is defined in 3GPP TS 23.501 [2]. The Network Data Analytics Exposure architecture, including the DCCF architecture, is defined in 3GPP TS 23.288 [14].
Known consumers of the Ndccf_DataManagement service are: 
-	Policy Control Function (PCF) 
-	Network Slice Selection Function (NSSF) 
-	Access and Mobility Management Function (AMF) 
-	Session Management Function (SMF) 
-	Network Exposure Function (NEF) 
-	Unified Data Management (UDM)
-	Application Function (AF)
-	Operation, Administration, and Maintenance (OAM) 
-	Charging Enablement Function (CEF) 
-	Network Data Analytics Function (NWDAF)
The Ndccf_DataManagement service is provided by the DCCF and consumed by the NF service consumers as shown in figure 4.2.1.2-1 for the SBI representation model and in figure 4.2.1.2-2 for the reference point representation model.


Figure 4.2.1.2-1: Ndccf_DataManagement service architecture, SBI representation



[bookmark: _Hlk68599672]Figure 4.2.1.2-2: Ndccf_DataManagement service architecture, reference point representation


*** End of Changes ***
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