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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc28012697][bookmark: _Toc36038969][bookmark: _Toc44688385][bookmark: _Toc45133801][bookmark: _Toc49931481][bookmark: _Toc51762739][bookmark: _Toc58848372][bookmark: _Toc59017410][bookmark: _Toc66279399][bookmark: _Toc68168421][bookmark: _Toc83232873][bookmark: _Toc85549839][bookmark: _Toc90655321][bookmark: _Toc105600197][bookmark: _Toc122114202][bookmark: _Toc145705286]5.4.2.18	Type PlmnRouteSelectionDescriptor
Table 5.4.2.18-1: Definition of type PlmnRouteSelectionDescriptor
	Attribute name
	Data type
	P
	Cardinality
	Description

	servingPlmn
	PlmnId
	M
	1
	Identity of the serving PLMN.

	snssaiRouteSelDescs
	array(SnssaiRouteSelectionDescriptor)
	O
	1..N
	[bookmark: _Hlk54107791]Contains the route selection descriptor parameters (DNNs, PDU session types, SSC modes, and the ATSSS information and whether LBO roaming is allowed) per SNSSAI.



*** Second Change ***
[bookmark: _Toc28012698][bookmark: _Toc36038970][bookmark: _Toc44688386][bookmark: _Toc45133802][bookmark: _Toc49931482][bookmark: _Toc51762740][bookmark: _Toc58848373][bookmark: _Toc59017411][bookmark: _Toc66279400][bookmark: _Toc68168422][bookmark: _Toc83232874][bookmark: _Toc85549840][bookmark: _Toc90655322][bookmark: _Toc105600198][bookmark: _Toc122114203][bookmark: _Toc145705287]5.4.2.19	Type SnssaiRouteSelectionDescriptor
Table 5.4.2.19-1: Definition of type SnssaiRouteSelectionDescriptor
	Attribute name
	Data type
	P
	Cardinality
	Description

	snssai
	Snssai
	M
	1
	SNSSAI.

	dnnRouteSelDescs
	array(DnnRouteSelectionDescriptor)
	O
	1..N
	Contains the route selection descriptor parameters (PDU session types, SSC modes, and the ATSSS information and whether LBO roaming is allowed) per DNN.



*** End of Changes ***

