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1. Overall

TS23.401 and TS.402 already specified the functionality and signalling flows for QoS and interaction with PCC functionality. 
In SA2#60 meeting, additionally, several texts for PMIP based S5/S8 have been added to PCC/QoS functionality such as PMIP based LTE CN node relocation and UE initiated resource request procedure. 
This paper intends to trigger the future work. 
2. Proposal
This proposal is to allocate corresponding sections (placeholder) based on the SA2 agreement.
======================Start of 1st modification part=====================
5.2
Procedures

Editor's Note: This clause describes enhanced PCC procedure over S2a, S2c, S7, S7c, S9, and Rx+.
5.2.1 
Dedicated bearer activation
5.2.1.1
Procedures for E-UTRAN Access with PMIP based S5/S8
This clause is applicable to enhanced PCC procedure when dedicated bearer activation is activated with PMIP based S5/S8 in E-UTRAN access.
5.2.2 
Dedicated bearer modification with bearer QoS update
5.2.2.1
Procedures for E-UTRAN Access with PMIP based S5/S8
This clause is applicable to enhanced PCC procedure when dedicated bearer modification with bearer QoS update is activated with PMIP based S5/S8 in E-UTRAN access.
5.2.3 
Dedicated bearer modification without bearer QoS update
5.2.3.1
Procedures for E-UTRAN Access with PMIP based S5/S8
This clause is applicable to enhanced PCC procedure when dedicated bearer modification without bearer QoS update is activated with PMIP based S5/S8 in E-UTRAN access.
5.2.4 
Dedicated bearer deactivation

5.2.4.1
Procedures for E-UTRAN Access with PMIP based S5/S8
This clause is applicable to enhanced PCC procedure when dedicated bearer deactivation is activated with PMIP based S5/S8 in E-UTRAN access.
5.2.5 
UE requested bearer resource allocation

5.2.5.1
Procedures for E-UTRAN Access with PMIP based S5/S8
This clause is applicable to enhanced PCC procedure when UE request for an allocation of bearer resources with PMIP based S5/S8 in E-UTRAN access.
5.2.6 
Policy control for Inter eNodeB handover with CN node relocation
5.2.6.1
Procedures for MME and Serving GW Relocation, PMIP-based S5/S8 variant
This clause is applicable to enhanced PCC procedure when tracking area update results in MME and Serving GW relocation with PMIP based S5/S8 in E-UTRAN access. 
5.2.7 
Policy control for Inter RAT handover
5.2.7.1
Procedures for transition from EUTRAN to UTRAN or GERAN, PMIP-based S5/S8 variant
This clause is applicable to enhanced PCC procedure when RAT changes from EUTRAN to UTRAN or GERAN with PMIP based S5/S8.
5.2.7.2
Procedures for transition from UTRAN or GERAN to EUTRAN, PMIP-based S5/S8 variant
This clause is applicable to enhanced PCC procedure when RAT changes from UTRAN or GERAN to EUTRAN with PMIP based S5/S8.
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