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However, in TS 29.212, the Charging-Rule-Install AVP only contains one Bearer-Identifier AVP and the same Charging-Rule name AVP in different Charging-Rule-Install AVPs with different Bearer-Identifier implies the movement between bearers:

To move such PCC rule(s), the PCRF shall indicate the new bearer using the Bearer-Identifier AVP within a Charging-Rule-Install AVP and shall indicate the charging rules(s) to be moved using Charging-Rule name AVP(s), and/or a Charging-Rule-Base-Name AVP(s), and/or Charging-Rule-Definition AVP(s) (for PCC rule(s) that are modified at the same time).
Therefore, actived the PCC rules for multiple IP-CAN bears can not be implemented in current stage 3. 
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*** 1st change ***

5.3.2
Charging-Rule-Install AVP (All access types)

The Charging-Rule-Install AVP (AVP code 1001) is of type Grouped, and it is used to activate, install or modify PCC rules as instructed from the PCRF to the PCEF.
For installing a new PCC rule or modifying a PCC rule already installed, Charging-Rule-Name AVP and Charging-Rule-Definition AVP shall be used.

For activating a specific PCC rule predefined at the PCEF, Charging-Rule-Name AVP shall be used as a reference for that PCC rule. The Charging-Rule-Base-Name AVP is a reference that may be used for activating a group of PCC rules predefined at the PCEF.
For GPRS scenarios where the bearer binding is performed by the PCRF, the Bearer Identifier AVP shall be included as part of Charging-Rule-Install AVP.

If present within Charging-Rule-Install AVP, the Bearer-Identifier AVP indicates that the PCC rules within this Charging-Rule-Install AVP shall be installed or activated within the IP CAN bearer identified by the Bearer-Identifier AVP. Multiple Bearer-Identifier AVPs can be included within the Charging-Rule-Install AVP only when activating a specific PCC rule predefined at the PCEF.
If no Bearer-Identifier AVP is included within the Charging-Rule-Install AVP, the PCEF shall select an IP CAN bearer for each of the PCC rules within this Charging-Rule-Install AVP, were the PCC rule is installed or activated.

AVP Format:

Charging-Rule-Install ::= 
< AVP Header: 1001 >








*[ Charging-Rule-Definition ]








*[ Charging-Rule-Name ]








*[ Charging-Rule-Base-Name ]








*[ Bearer-Identifier ]








*[ AVP ]
*** End of Changes ***
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