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************************************* Second Change ************************************* 

7.2.3.1.4
Sending of 180 ringing

The I-MGCF shall send the SIP 180 Ringing when receiving any of the following messages:

-
ACM with Called party's status indicator set to subscriber free.
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NOTE 1:
Including the P-Early-Media Header is a network option for a speech call.
Figure 6: The receipt of ACM

-
CPG with Event indicator set to alerting


[image: image2.wmf] 

180 Ringing

 

P

-

Early

-

Media

 (1)

 

CPG (Alerting)

 

I

-

MGCF

 

Ring tone

 


NOTE 1:
Including the P-Early-Media Header is a network option for a speech call.
Figure 7: Receipt of CPG (Alerting)

For a speech call, if the I-MGCF supports the P-Early-Media header as a network option, and if the INVITE request includes the P-Early-Media header, the I-MGCF shall include in the SIP 180 Ringing response a P-Early-Media header authorizing early media, except when

-
the I-MGCF has already sent a reliable provisional response including a P-Early-Media header, as defined in IETF RFC 5009 [89], and

-
the most recently sent P-Early-Media header authorized early media.

NOTE:
If the I-MGCF signals the P-Early-Media header authorizing early media, then the IMS can expect tones or announcements to the calling party to flow from the CS network via an MGW controlled by the I-MGCF. In particular, once the I-MGCF sends the 180 Ringing response, ringback is expected in media from the CS network.
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